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MISSOURI LAWS FOR
ON-SITE DISPOSAL SYSTEMS

701025 Definitions. & As used in sections 701025
to 701059 unless the cortext othewise requres, the
following terms mean:

(1) "Department", the depatmen of hedth ard
senior services of the stete of Missoui;

(2) "Diredor", the diredor of the depatmen of
hedth ard senior services or the designee of the director;

(3) "Exiging sysem”, an on-ste sawage disposa

sysem in opeation prior to Segembe 1, 1995;

(4 "Human excreta', undgested food and by-
products of metabolisn which are pased out of the
human body;

(5) "Imminent hedth hazard", acondtionwhich
islikely to catse an immeiate thred to life or a selious risk
to the helih, safety, and wefare of the puldic if immedate
actionisnat taken;

(6) "Major modification" or "major repar", the
redesigning ard dteration of an onsite sewag system by
relocdion of the gystem or a pat of the syssem redacement
of the septic tark or corstrudion of a new alsorption field;

(7) "Nuisan&', sawage human excreta or other human
organc waste dischaged or expaed on the owna's lard or
ary other lard from an onste sewag disposl sysemin a
manne tha makes it a patertial ingrument or medum for
the breedng of flies ad mosqutoes, the produdion of
odas, or the transmission of disease to or between a pasm
or peasors, or which contaminaes surface wates* or
groundvater;

(8) "On-ste sewage disposal sysem", ary sysem
handing or treatmen fadlity recving domedic sewage
which dischargesinto a sutsurface sdl atsorption system and
dischagesless than three thousnd gdlons peday;

(9) "On-site sawage disposd system cortractor” ,
any person who condructs, alters, repars, or extends an on-
ste sewage éspaa system on behdf of, or unde cortrad
with, the property owner;

(10) " Persort', ary indvidud, group of individuds,
asodation, trug, patnershp, coporation, pesan dang
busnessunde an asumed name, the state of Missouri or any
depatmert thered, or any politi cal subdivision of this state;

(11) " Property owner", the pason in whos name
legd title to the red edate is recaded;

(12) "Sewagé' or"domestic sawage', human excreta
and wastewaier, induding bath and toilet waste, resdentid
laundry wage, resdertiad kitchen wage and other smilar
wade from househdd or esidishmen apputenance
Sewage and domestic sevage wade are further categorized
as:

(@ "Blakwater", wagte caried off by toilets, urinak
ard kitchen drans;

(b) "Graywater", al domestic waste nat coveredin
paagaph (@) of this subdvision, induding bah, lavatory,
laundy, andsink wage;

(13) " Subdvison", lard divided or proposed to be
divided for predoninartly resdertia purposs into such

parces asrequred by locd ordinan@s, or in the abserce of
loca ordinances, " subdivison" mears ary lard which is
divided or proposd to be divided by a comma owne or
owners into three or more lots or parcds, aty of which
contains less than three acres,or into platted or ungdatted
units, arny of which contains less than three acres as a pat
of auniform plan of developmert;

(14) ASubsurface sal absaption sysem”, a system
for the find renovation of the sewag tark effluert ard
return of the rerovated wastewater to the hydrologc cycle,
induding the latera lines, the perforated pipes, the rock
materid and the absaption trenches. Induded within the
scope of this definition are: sawage tark absorption
systems privies, chemicd toilets, snde-famly lagoons
and othea dmilar systems; except tha a sulsurface
sewage dispaal system does nat indude a sewag system

reguated pursuant to chapter 644;
(15) "Wade', sawage human excreta or domestic
sLwage.

(L.1986 H.B. 110181, A.L. 19% S.B. 446)
*Word "waters" does not appeain original rolls.

701027. Scope of coverage & Sedions 701025 to
701059 peatains to maxmum daly flows of sewage of
three thowsand gdlors or less ard to sewag treament
fadlities that have a designed maximum daly flow or an
adud maxmum daly flow of three thousand gallonsor less.
(L. 198 H.B. 1101 § 2, A.L. 19% SB. 446)

701.029. Operation of on-site sewage disposal system,
restrictions.  No peasonor propaty owne may operate an
onssite sewage disposl system or trargport and dispae of
wade removed there from in sucha manne tha may result in
the contamindion of surface waters or groundwder or
presert a nuisance or imminen hedth hazard to ary other
pas or properly owner aml that does nat compy with the
requremerts of sedions 701025 to 701.0% andthe onsite
sewage disposa rules promulgated under sections 701025 to
701059 by the depatmert.

(L. 1986 H.B. 1101 § 3, A.L. 199 S.B. 446)

701.031. Dispcal of sawage who, how, exception.
0 Property ownes of al buldings where peope live, work
or assemble shdl provide for the sanitary dispasal of dl
domestic sawage Except asprovided in this section, sewage
and wade from such buldings shel be disposed of by
dischaging into a sewer system regulatel pursuant to
chaper 644, or shdl be disposed of by dischaging into an
onsite sewage dispaal system opeated as defined by rules
promulgated pursuart to sections 701.025 to 701.059. Any
person ins@ling on-site sawage dispaal systens shall be
regsteredto do so by the depatmert of hedth and gnior
senices. The owneg of a sindefanily resdene lot
coragding of three aces @ more, or the owneg of a
residertid lot corssting of ten acres or more with no



sngefamly resdene onste sewage dispaal sysem
located within three hundred sixty fed of ary othe on-site
savae disposl system and no more than ore snge
famly resdene pe eah ten aaes in the aggegde, except
lots adacent to lakes opested by the Corps of Enginegsor
by a puldic utility, shdl be excluded from the provisons
of sedions 701025 to 701059 anl the rules promugaed
pusuant to sedions 701025 to 701059, induding
provisions reating to the corstruction, opeadion, magor
modficaion ard mgor repair of on-ste dispaa systens,
when dl paints of the system are locaed in excess of ten fed
from ary adoining propety line and no effluent eters an
adjoining propety, contamnaes surface waers or
groundwater or credes a nuisance as determined by a
readly availade sciertific method Excepi as providedin
this section, arny corstrudion, opeaation, mgor modficaion
or mgor repar of an on-site sewace disposal sysem shall be
in accordan® with rules promugated pursuant to secions
701025 to 701059, regardles of when the system was
origindly corstructed. The provisions of subdvison (2) of
subsection 1 of section 701.043 shal not apply to lots
locatel in sibdivisons under the jurisdiction of the
depatmert of naura resouces which are requred by a
coreentdeceg in effed on or before May 15, 1984,to have
cass 1, Nationd Santation Fedeaation (NSF) aerded sevage
disposal systems.

(L. 1985 H.B. 1101 § 4, A.L. 199 SB. 446 A.L. 199 H.B. 216,A.L.
2004 H.B. 1433 A.L. 2006 H.B. 617)

*This sedion was contained in H.B. 617, 2005, but no changes were
made.

701.033. Department of health and senior services
0 powers and duties 8 rules procedure. 8 1. The
department shal have the powe ard duty to:

() Promdgae sud rules ard regdations as are
necessay to carry out the provisons of sedions 701025 to
701059;

(2) Cauwse invedtigdions to be madewhen aviolation
of ary provision of sedions701025 to 701.09 or the onste
sewage tspaa rules promugaed under sedions

70102510 701059 isreported tothedepatmert;

(3) Enter a reaonalble times and determining
probale caue tha a violaion exists, upm private or pubic
propeaty for the purpose of ingpeding and investigating
condtions relating to the administration ard erforcenent of
sedions 701025 to 701.059 aml the onste sewage
dispaal rules promugaed unde sections 701025 to
701059;

(4) Authoize the trid or experimertal use of
innovetive systens for onste sewage paa, dfter
consltation with the s&ff of the Missouri clean water
commission, upon such condtions as the depatmert may
Set;

(5) Provide technicd assgtane and gudane to any
other administrative authority in the state on the reguation ard
enforceament of stndards for indvidud on-site sewage

dispaa systems at the request of such other administrative
auhority, or when the depatment determines that such
assstance or guidane is necessay to prevent a violation of
sdions 701025 to 701059.

2. No rule or portion of a rule promugated under
the authority of sedions 701025 to 701059 shall become
effective unless it has been promulgaed pursuart to the
provisions of sedion 536024.

(L. 1986 H.B. 1101 § 5, A.L. 198 SB. 52, A.L. 199 SB. 446,A.L.
19% S.B. 3, A.L. 2004 H.B. 1433 A.L. 2011 H.B. 89) Effective 7-11-11
CROSS REFERENCE:

Nonseverahility clause 640099

701.035. Loca regulations  and dandards,
requirementsd private right to action not preempted. 8
Sections 701025 to 701059 shdl nat prohibit the
enforcemem of ordnanes of pditcd subdvisons
edalishing a system for the reguation andinspection of on-
site sewag dispaa con tradors ard a minimum code of
gandads for design, corstruction, maerials, opeation ard
mantenarce of onste sewag dispaal systens, for the
trargportation ard dispaal of wades there from ard for on-
site sewage tpasa systernrs savicing equpmen, provided
sud ordinan@ edaHlishes a system at least equd to date
reguation ard inspection. Nor shdl sedions 701.05 to
701059 be interpreted s0 as to preemp ary private right d
adion which might othewise exist. Nothing in sedions
701025 to 701059 shall be construed to prohibit a pditi cal
subdvision from erecting ard erforcing sandadswhich are
more dringert than the povisons of sedions 701025 to
701059 anl rules promugaed pursuant thereto.

(L. 1985 H.B. 1101 § 6, A.L. 199 S.B. 446)

701.037. Violations, notice of, contents, prosecuting
attorney to institute proceedings when 6 emeagency
situation, when. 8 1. Whenever the diredor deemines
that there are reasonable groundsto bdieve tha thee has
been violation of ary provision of sections 701025 to
701059 or the rules promulgated unde sections 701025
to 701.059 the diredor shal give natice of such aleged
violation to the persan responsble, as herein provided. The
natice shall:

() Beinwriting;

(2) Indude agtatemern of the reasons for the issuan@
of the ndtice;

(3) Allow reasonable time as deermined lty the
director for the performarce of anyad it requires;

(4) Be sarved upm the owne, opeaator or cortrador,
as the case may require, provided tha such ndtice or order
shdl be deerad to have been propely served upon sgh
pasm when a copy theed has been sent by regstered or
cettified mail to the pesors last known addess, as listed in
the locd propety tax recads coneming such popety, or
when swch persan has been served with such ndtice by ary
other method athorized by the laws of this state;

(5) Contan an outline of remeda action which is



required to effed comgiance with sections 701025 to
701059 ard the rules pomugaed unde sedions 701025
to 701059.

2. Exiding sysens, as deined in sedion 701025
shdl nat be inspected unless the diredor determines that
there are reasonalde grounds to bdieve tha there has been
aviolation of any provision of sedions 701025 to 701.059.

3. If an aggieved persan files a written request for a
heaing within ten days of the dae of recdpt of a natice a
heaing shdl be héd within twerty days from the date of the
receipt of the natice, before the depatmentdiredor, to review
the appopriateness of the remedd action. The diredor shdl
issue a written dedsion within thirty cdenda days of the
dae of the heaing. Any fina decison of the diredor may
be appealed to the adnmidtrative hearing comrmisson in the
manne provided in chepter 621, or may atthe option of the
aggieved persmn be gppedled to the circuit court of the
courty wherein the offerse is dlegel to have occurred for a
trid de novo on the meits. Any dedson of the
adminigtrative hearing commisson may be appeted as
provided in sections 536.100 to 536.140.

4. Any city or courty tha has adoped the dtate
gandad, or the depatmert, mayrequre a propaty owne to
abete a nusance @ repar a mdfundioning onsite sewage
dispaa system on the owna’s propaty not later than the
thitieth day from which the avne receaves natificaion
from the city, courty or depatment of the mafundioning
system or a find written order from the dredor, if a heaing
or heaings were held pursuant to subsections 2 ard 3 of this
section.  If weather condtions prevert the datemenof the
nuisance or repar of the ystem within the thirty-day peiod
or if theowner is unalde, after reasonable effort, to obtain the
sarvices of a contrador or repar sewice within the thirty-day
peaiod, the ab&emen of the nuisance or repar of the ystem
shdl be made weahe permitting, ro later than sixty days
after natification. Such extension for abaemert or repar shall
be subjed to appgoval by the city, courty or depatmen. The
demtmert may assess an adminigrative pendty on the
property owner of no more then fifty ddlars per day for eech
day tha the onste sewag dispasa system remans
unrepared beyond the last day pemitted by this section for
the abaement o repar. All administrative pendties
collected by the depatmernt unde the provisons of this
section shdl bedepaited inthe gate treasury to the credt of
the general revenue fund.

5.  Theprosecuing atorney of the county in which ary
noncomiiane or violation of sections 701025 to 701059
or ary rule promugated unde sections 701.025 to 701059
is occuring shdl, at the requet of the city, courty or
depatmert, institute appopriate proceedhgs for correction
in cases of noncompiane with or violation of the provisions

of sections 701.025 to 701059 ard ary rules promugated
under sctions 701025 to 701059.

6. When it is determined by the depatmert tha an
emeageny exsts which reguresimmedate action to protect
the hedth and wedfare of the pubic, the depatmert is
auhaized to seek a tenpoary redraining ade ard
injunction. Sud action shdl be bough at the request of
the diredor of the depamert by the prosecuting attorney of
the courty in which the violation occurred. When such
condtions are careded and the tedlth of the people of the
stak of Missouri isno longe thredened the depatmert shall
request that such tempaary restraining order am injundion
be disolved For the puposes of this subgction, an
i e menr cgymearsany set of circunsiancestha constitute
an imminert hedth hazad or the threat ¢ an imminert
hedth hazad as defined in section 701.025.

(L.1986H.B. 1101 § 7,A.L. 19% SB. 446, A.L. 2004 H.B. 1433)

701.038. Sewage complaird, investigation by
department, when & right to inspect adjoining
property, procedure requiring notice, exceptiond 1.

The department of health and senior services or any of its
agents may not investigate a sewage complaint except
when necessary as part of a communicable disease
investigation unless the complaint is receiiegin an
aggrieved party or an adjacent landowner. The
department of health and senior services or any of its
agents may enter any adjoining property if necessary
when they are making an inspection pursuant to this
section. The necessity for entering Isuadjoining
property shall be stated in writing and the owner of such
property shall be notified before the department or any of
its agents may enter, except that, if an imminent health
hazard exists, such notification shall be attempted but is
not requirel.

2. If the department or its agents make an
investigation pursuant to a complaint as described in
subsection 1 of this section and find that a nuisance does
exist, the property owner shall comply with state and
local standards when repairing or replgcithe onsite
sewage disposal system.

(L. 1994 S.B. 446, A.L. 2004 H.B. 1433, A.L. 2005 H.B. 58 merged with
H.B. 617)

701.039. Clean water commission may take action,
rules not to conflict. 8 Nothing in sections 701.025 to
701.059 shall be construed ashubiting the clean water
commission from taking appropriate action under chapter
644 on violations of that chapter or regulations
promulgated under that chapter. The rules and
regulations promulgated under sections 701.025 to
701.059 shall not conflict ih rules and regulations
promulgated under chapter 644.

(L. 1986 H.B. 1101 § 8, A.L. 1994 S.B. 446)



701.040. Standards for sewage tanks, lateral lines *(5) Periodically review, but not more than annually,
and operation of onsite sewage disposal systems, any county's or city's ordinance or order and enforcement
duties of departmentd rules authorized.d 1. The record to assure that the state standard is being
department of health and senior services shall: consistently and appropriately enforced. In its review the
(1) Develop by September 1, 1995, a state standard department shall asses® ttimeliness of the county's or
for the location, size of sewage tanks and length of lateral city's inspections of cgite sewage systems, and county
lines based on the percolation or permeability rate of the or city enforcement may be terminated if the department
soil, construction, installation, and enation of orsite determines that the county or city is unable to provide
sewage disposal systems. Advice from the department of prompt inspections. If the department determinesthigat
natural resources shall be considered. City or county standard is not being consistently or appropriately
governments may adopt, by order or ordinance, the state enforced in any city or county, the department shall
standard in accordance with the provisions of sections notify the county or city of the department's intent to
701.025 to 70059. In any jurisdiction where a city or  enforce the standard in that jurisdiction and after thirty
county has not adopted the state standard, the departmentiays' notice hold a public heag in such county or city
of health and senior services shall enforce the state to make a determination as to whether the state shall
standard until such time as the city or county adopts the enforce the state standard. Any city or county aggrieved
standard; by a decision of the department may appeal a decision of
(2) Define by rule a list of thospersons who are the department to the state board of health established
gualified to perform the percolation tests or soils undersection 191.400. Any city or county aggrieved by
morphology tests required by the state standard. The list a decision of the state board of health may appeal that

shall include the following: decision to the administrative hearing commission in the
(a) Persons trained and certified by either the manner provided in section 621.120; and
department, which shall include -site sewage digsal (6) Promulgate such rules and regulations as are

system contractors or a certified agent of the department; neessary to carry out the provisions of sections 701.025
(b) Licensed enginesr as defined in section to 701.059.

327.011

(c) Sanitarians meeting standards defined by the 2. Subdivision (5) of this section shall be void and
department; of no effect after January 1, 1998.

(d) Qualified geologists as defined in section (L. 1994 S.B. 446)
256.501; and *Subdivision (5) is void and of no effect after1198.

(e) Soil scientsts, defined as a person that has
successfully completed at least fifteen semester credit 701.043. State standards, content.d 1. The state
hours of soils science course work, including at least standard shall consist of the following:

three hours of course work in soil morphology and (1) Site selection requirements;
interpretations; (2) Minimum design standards and specifications
(3) Develop in accordance with sections T&RB to for construction, installation, and size of sewage tanks
701.055 a voluntary registration program for-site and length of lateral lines;
sewage disposal system contractors. Approved county (3) Permit requiremats;
programs shall implement the contractor registration (4) Inspections of installations;
program. In any area where a county has not adopted, by  (5) Repairs to failing systems;
order or ordinance, the contractegistration program, (6) Requiring an engineering design for areas with
the department shall implement the program until such a percolation rate in excess of sixty minutes per inch; and
time as the county adopts the registration program; (7) Criteria for variances.
(4) Establish an education training program
specifically developed for contractors and city and county 2. If a city, county or the department deteresn

employees. Contractommay be taught and allowed to that an orsite sewage disposal system meets the
perform percolation tests. Reasonable fees may be requirements of the state standards, the city, county or
charged of the participants to cover the cost of the department may not impose any additional requirement
training and shall be deposited in the public health before such osite sewage disposal system is approved
services fund created in section 192.900. The departmentfor operation.
shall provie, as a part of the education training program,
an installation manual for esite sewage disposal 3. A city, county or tle department shall inspect,
systems. The manual shall also be made available, at thein the aggregate, up to sixty percent ofsite sewage
cost of publication and distribution, to persons not disposal systems constructed, modified or repaired by
participating in the education and trainingpgram; contractors registered under sections 701.053 to 701.055
and at least sevenfive percent of orsite sewage



disposal systems constructed, modified or repaired by 701.048. Modifying or repair of on-site sewage

persons not registered under sections 701.053 to 701.055disposal system, noncompliance with standards

for which notice of construction, repair or modification is  prohibited. & Except as otherwise provided in section

given under sections 701.046 to 701.048 and 701.050. 701.031, no person may construct, modify or repair an
4. A city, county or the department magcept onsite sewage disposal system in a manner which does

certification without orsite inspection under sections not comply with the state standard addished under

701.046 to 701.048 and 701.050, from a registered sections 701.025 to 701.059.

contractor not required to provide a performance bond (L. 1994 S.B. 446 § 701.046 subsec. 3)

under section 701.052, that a system is properly designed

and installed, modified or repad pursuant to the state  701.049. Fees collected by department to be

standard. deposited in public health service fund, purposed 1.

(L. 1994 S.B. 446) All moneys collected by the department pursuant to
sections 701.025 to0Z.059, except any administrative

701.046. Modification or major repair to on -site penalties, shall be deposited in the state treasury to be

sewage disposal system, requirements form & fee, credited to the Missouri public health services fund,

how set & additional fee may be set for training which is created in section 192.90&nd used for the

contractors performing percolation tests.0 Exceptas specific purposes authorized in sections 701.025 to

otherwise provided in section 701.031, no person may, on 701059, except as provided in subsection 2 of this
or after September 1, 1995, construct or make a major section, including contracting with county governments
modification or major repair to an egite sewage and local health departments to accomplish the purposes
disposal system without first notifying the city, county or of sections 701.025 to 701.059.

department and completing an Apgtion, upon a form

provided by the department, and submitting a fee in the 2. The director may, upon appropriations from the
amount established by the city, county or department. general asseriyy use money from the Missouri public
The fee shall be set at an amount no greater than thathealth services fund for development of innovative
necessary to cover the cost to implement the state sewage systems and pilot programs.

standard for ofsite sewage disposal systems and the (L. 1994 S.B. 446, A.L. 2005 S.B. 74 & 49)

registration of contractors. For areas of the state where Effective 629-05

the department is enforcing the state standard or

registering contractors, the department shall establish the 701.050. Construction or repair notice 0

fee, by rule, at an amount not greater than nidetiars. requirements and inspectiond failure to comply with

The department may charge an additional fee, as standards, effect. 8 No person required to provide
necessary, to cover the expenses of training those notice and apply to the city, county or department under
contractors electing to perform the percolation tests. The section 701.046 may complete the construction, major
application form shall require such information necessary modification or major repair of an esite sewage

to show that the osite sewge disposal system will disposal system* wlitout providing notice and an
comply with the state standard. Such fees, when opportunity for inspection by the city, county or
collected by the department, shall be deposited in the department as provided in this section. The person shall
state treasury to the credit of the Missouri public health notify the city, county or department prior to 9:00 a.m. on
services fund. The department shall provide technical the day preceding completion, in the case of contractors
assistance regding the type and location of the system registered under sections 701.053 to 701.055, or prior to
to be installed when processing applications received 9:00 a.m. on the second day preceding completion, in the
under sections 701.046 to 701.048 and 701.050. Feescase of persons not registered under sections 701.053 to
collected by the department shall be deposited in the 701.055, and the system shall be maintained in a
Missouri public health services fund created in isact condition which allows for a completénspection,
192.900 and shall be used to implement sections 701.025pursuant to the state standard, until 3:00 p.m. on the day

to 701.059 and for no other purpose. of completion, unless the city, county or department

(L. 1994 S.B. 446 § 701.046 subsec. 1) provides confirmation that the system has been inspected
and approved prior to that time. The system shall not be

701.047. City or county may adopt more restrictive closed or compted if the city, county or department

standards & Nothing in sections 701.025 to 701.059 determines upon inspection that the system does not meet
shall be constred so as to prohibit any city or county the state standard, and the city, county or department
from adopting minimum standards which are more shall provide, at the time of inspection, a conspicuous
restrictive than the standards adopted by the state marker or other form of notice indicating that #hestem
pursuant to sections 701.025 to 701.059. does not meet the state standard. The city, county or
(L. 1994 S.B. 446 § 701.046 subsec. 2) department shall provide written confirmation of the



results of the inspection or confirmation that the placed in the Missouri public health services fund for
department did not inspect the system to the property remedial action, if that person does not bring the system

owner within three working days othe day of up to the state staadd established under sections
completion. 701.025 to 701.059 within thirty days after notice of such
(L. 1994 S.B. 446 § 701.046 subsec. 4) determination has been given.

*Word "system" does not appear in original rolls.

5. If the system is not brought into compliance
701.051. Inspections by department, who may with the state standard within thirty days, the department
requestd feed department may license contractors shall, within thirty days othe expiration of the notice
to inspect. 8 The department of health and senio period, expend whatever portion of the bond or letter of
services may charge a fee of up to fifty dollars for an credit is necessary to hire a registeredsite sewage
inspection of an osite sewage disposal system disposal system contractor to bring the system into
conducted pursuant to a request from a lending compliance with the state standard.
institution, a prospective purchaser, the owner of the
property, a real estate agent or a real estateeh The 6. The requirement for gerson to provide a
fee for such inspection shall be paid by the requesting performance bond or a letter of credit under this section
party. The fees collected by the department pursuant to shall cease for that person after two consecutive years in
this section shall be deposited in the Missouri public which the person has not been found guilty or pleaded
health services fund. The department of health and seniorguilty to a violation of section 701.046, 701.047, 701.048
services may liagse and use private contractors to carry or 70L.050.
out the provisions of this section.

(L. 1994 S.B. 446, A.L. 1997 H.B. 402) 7. Emergency major modification or major repair
of the onsite sewage disposal system made to relieve an
701.052. Violator found guilty not to begin imminent health hazard may be made without a permit,
construction for another person without bond or but the city, county or department shall be notified not
letter of credit 0 forfeiture when, effectd emergency later than the fifth working dagfter the date on which

repairs of 8 effect.d 1. A person who has, within the  the repair is made, and the city, county or department

preceding twentfour months, been found guilty or shall establish an expedited review process for

pleaded guilty to a violation of section 701.046, 701.047, emergency major modifications or major repairs.

701.048 or 701.050 may not begin construction, major (L. 1994 S.B. 446)

modification or major repairof an onsite sewage

disposal system that is owned by another person unless701.053. Registered onsite disposal system

the person constructing, modifying or repairing the contractor, form, qualifications & registration issued

system has provided to the department a performance by county to be deemed state registrationd 1. A

bond or letter of credit as provided under this section. person may not represent himself as a registeresiten

sewage disposal system contractor in this state unless the

2. The bond or lger shall be conditioned upon person is registered by a county or the departmeht

faithful compliance with the state standard for-site county or the department shall issue registration to a

sewage disposal systems established under sectionscontractor if the contractor completes an application form

701.025 to 701.059 and shall be in the amount of five that is in compliance with sections 701.025 to 701.059

thousand dollars. and the rules and regulations adopted thereunder. A
registration issued by a caynin compliance with
3. Such performance bond, placed on file vitib sections 701.053 to 701.055 shall be considered a state
department, shall be in one of the following forms: registration and valid in all political subdivisions of the

(1) A performance bond, payable to the department state.
and issued by an institution authorized to issue such
bonds in this state; or 2. To qualify for registration, a contractor must
(2) Anirrevocable letter of credit issued in favor of  successfully complete the educational training program
and payable to thdepartment from a commercial bank or provided by the department, or a county that offers on
savings and loan having an office in the state of Missouri. site sewage disposal system contractor training that has
been certified by the department and has an ordinance or
4. Upon a determination by the department that a regulation that mandates contractor training.
person has failed to construct, modify or repair aisitan (L. 1994 S.B. 446 § 701.053 subsecs. 1, 2, 8005 H.B. 58 merged with
sewage disposal system in compliance with ttetes H.B. 617)
standard, the department shall notify the person that the
bond or letter of credit shall be forfeited and the moneys



701.054. Registration of contractor may be denied,
suspended or revoked, procedure, appeab re-
registration application may be made wherd official
roster of contractors published by department,
content.d 1. A contactor's registration may be denied,

notification by the state or county is a class C
misdemeanor.
(L. 1994 S.B. 446 § 701.055 subsecs. 1, 2, 3)

701.058. Stakeholder meetings, permits and

suspended or revoked by the department if the contractor inspections of systemé report. 8 1. The department

violates sections 701.025 to 701.059 or any rule or
regulation adopted thereunder. The contractor may
appeal to the department within thirty days of the notice
of denial, suspension or revocation by requesting a
hearing or written review of the decision. After the
hearing or written review, the department shall issue a
final decision which the contractor may appeal as
provided by sections 536.100 to 536.140, RSMiothe
department's decision to revoke, suspend or deny is
upheld or not appealed, the contractor may reapply for
registration one year after the date of the departmental
action.

2. Each contractor shall furnish proof of valid
registration if requestelly any person or a city, county or
department.

3. The department shall publish an official roster
of registered contractors. The department shall also
publish a list of the names of the contractors who have
had their registration revoked, suspended onietdk
pursuant to sections 701.025 to 701.059.

(L. 1994 S.B. 446 § 701.053 subsecs. 3, 4, 5)

701.055. Property owners may install, modify or
clean their own onsite sewage disposal system in
compliance with requirements, no permit required for
cleaning.d 1. Nothing in sections 701.053 to 701.055
shall preclude property owners from installing, modifying
or repairing their own osite sewage disposal system as
long as they comply with the provisions of sections
701.025 to 701.059.

2. Nothing in sections 70025 to 701.059 shall be
construed so as to require a property owner to obtain a
permit or to obtain registration as an-gite sewage
disposal system contractor in order to clean that property
owner's orsite sewage disposal system.

(L. 1994 S.B. 446 8(1.053 subsecs. 6, 7)

701.057.  Violations, penalties and finesd 1. Any
violation of section 701.052, 701.053, 701.054 or
701.055 is a class A misdemeanor.

2. Any violation of section 701.046, 701.047,
701.048 or 701.050 is a class C misdemeanor.

3. Any violation of section 701.029 or 701.031 is
an infraction, except that a persistent violation after

of natural resources and the department of health and
senior services shall jointly hold stakeholder meetings for
the purpose of gathering data and information regarding
permits and inspections for <@ite sewage disposal
systems. The departments shall evaluate the data and
information obtained and present their findings and
recommendations in a report to be submitted to the
general assembly by December 31, 2011

(L 2011 H.B. 89)

Effective 711-11

CROSS REERENCE

Nonseverability clause, 640.099

701.059. Creation of a nuisance on certain
residential property is an infraction & sewage
disposal system in violation, statute of limitations
starts to run, when.d 1. Any person or property owner
who creates a nséance or imminent health hazard as
defined in section 701.025 on any sinfdenily
residence lot of three acres or more is guilty of an
infraction.

2. For the purposes of section 516.120, the statute
of limitations begins to run when an owner knows or
shaild have known that an esite sewage disposal
system contractor had installed a defective system, a
system which was inappropriate for the site or had
installed a system incorrectly.

(L. 1994 S.B. 446 § 701.055 subsecs. 4, 5)



Title 191 DEPARTMENT OF HEALT H
Division 20f Environmental Health & Epidemiology
Chapter 3i General Sanitation

19 CSR 203.060 Minimum Construction Standards for retention of solids. This includes vented sanitary tees and
On-Site Sewage Disposal Systems submerged pipes in attidn to those devices normally called
baffles;
PURPOSE: This rule establishes minimum 7. BedrockThat layer of geologic material which is
construction standards for esite sewage disposal consolidated;
systems. In accordance with the authority granted in 8. BedroonitAny room within a dwelling that might
section 701.040, RSMo, this rule establishes the reasonably be used as a sleeping room. The number of
minimum standards and criteria for the design, bedrooms in a residence as given &y appraiser will be
location, installation and repair of individual esite used in determining volumes in the sizing ofsite sewage
sewage disposal systems to promote the public health disposal systems;
and general welfare and to protect the surface and 9. Black waterLiquid-carried waste from a dwelling
ground waters of the state. or other establishment, which contains organic wastes,

including excreta or other body wastes, bloodithrer body
Editordos Note: The secret ar yfluidg &ndgatbage;e has deter mined the
the publication of this rule in its entirety would be unduly 10. Building seweiThat part of the drainage system
cumbersome or expensive. The entire text of the material Which extends from the end of the building drain and
referenced has been filed with the secretary of state. This conveys its discharge to an-site sewage disposal system;
material may be found at the Office of the Secretary of ~11. CapacityThe liquid volume of a sewage tank
State or at the headquarters of the agency and is available USinginside dimensions below the outlet;

to any interested person at a cost established by state law. 12. Coloi The moist color of the soil based on the
Munsell soil color system;

(1) General 13. Distribution pipeisPerforated rigid pipes that are
(A) Defiﬁitions. Definitions as set forth in Chapter 701 used to distribute sewage tank effluent in a soil treatment
~  system;

RSMo, OnSite Sewage Disposal Law shall apply to those
terms when used in this rule unless the context clearly
requires otherwise or as noted in this subsection. For the
purposes of these standardsitaia terms or words used
here shall be interpreted as follows. The word shall is
mandatory and the words should and may are permissive.
All distances, unless otherwise specified, shall be measured
horizontally:

1. Administrative authorifyThe governingbody
which may include, but is not limited to, county health
departments, planning and zoning commissions, county
building departments, county public works department,
sewer districts, municipalities and the Missouri Department
of Health which has, as auttized by statute, charter or
other form of enabling authority, adopted these standards
for individual onsite sewage disposal systems;

2. Aeration unitAny sewage tank which utilizes the
principle of oxidation in the decomposition of sewage by
the intraluction of air into the sewage;

3. Alluviumi Soil parent material which was
transported and deposited in a running water setting;

4. Alternativé An individual sewage disposal system
employing methods and devices as presented in section (6)
of this rule;

5. ApprovedConsidered acceptable by the
administrative authority;

6. Baffla' A device installed in a septic tank for
proper operation of the tank and to provide maximum

14. Dosing camber (or pump pit or wet welljA tank
or separate compartment following the sewage tank which
serves as a reservoir for the dosing device;

15. Dosing deviceA pump, siphon or other device
that discharges sewage tank effluent from the dosing
chamber tohe soil treatment system;

16. Dwelling Any building or place used or intended
to be used by human occupants as a residential unit(s);

17. Effluent The liquid discharge of a septic tank or
other sewage treatment device;

18. Gravelless systérAn absoption system
recognized by the administrative authority as an acceptable
method of subsurface disposal of sewage without the
required use of gravel. The following are examples:

A. Large diameter, eight inch (8") andnténch
(10" corrugated, perforatk plastic pipe, wrapped in a
sheath of spuonded filter wrap;

B. Chamber system; and

C. Drip irrigation;

19. Gray watdrLiquid waste, specifically excluding
toilet, hazardousgulinary and oily wastes, from a dwelling
or other establishment wdti is produced by bathing,
laundry,or discharges from floor drains;

20. Grease trapA device designed and installed so as
to separate and retain oils and fats from normal wastes while
permitting normal sewage or wastes to discharge into the
drainage sytem by gravity;



21. Ground absorption sewage treatment and
disposal systeiA system that utilizes the soil for the
subsurface disposal of partially treated or treated sewage
effluent. The following are examples:

A. Chamber systeiA system that usesnaopen
bottom structure which forms an underground chamber
over t he soil 6s i nfi
discharged into the chamber through a central weir, trough
or splash plate and is allowed to flow over the infiltrative
surface in any direxin;

B. Conventional soil absorption systefmsystem
that distributes effluent by gravity flow from the septic or
other treatment tank and applies effluent to the soil through
the use of a seepage trench or bed;

C. Dosing soil absorption systéd system that
distributes effluent by a pump or automatic siphon to
elevate or distribute effluent to the soil through the use of a
seepage trench or bed.

D. Drip soil absorption systémn experimental
system that distributes effluent through drip linesigrid
pattern (also known as trickle irrigation); and

E. Pressure distribution systé soil absorption
system that distributes effluent by a pump and smaller
diameter distribution piping with small diameter
perforations to distribute effluent;

22. Hazardous wastény waste or combination of
wastes, as determined by the Hazardous Waste
Commission by rules, which, because of its quantity,
concentration, or physical, chemical or infectious
characteristics, may cause or significantly contribute to an
increase in mortality or an increase in serious irreversible,
or incapacitating reversible, illness, or pose a present or
potential threat to the health of humans or the environment;

23. High ground watéZones of soil saturation
which include: perched wat tables, shallow regional
ground water tables or aquifers, or zones that are
seasonally, periodically or permanently saturated;

24. Highwater level The highest known flood water
elevation of any lake, stream, pond or flowage or the
regional flood eleation established by a state or federal
agency;

25. Holding tankA watertight tank for temporary
storage of sewage until it can be transported to a point of
approved treatment and disposal;

26. Horizori A layer of soil, approximately parallel
to the suface, that has distinct characteristics relative to
adjacent layers;

27. Individual sewage disposal sysieinsewage
disposal system, or part of a system, serving a dwelling(s)
or other establishment(s), which utilizes subsurface soil
treatment and dispak

28. Intermittent sand filteféntermittent sand filters
are beds of granular materials twefdyr to thirty-six
inches (2436") thick underlain by graded gravel and
collecting pipe. Waste water is applied intermittently to the
surface of the bed tbugh distribution pipes or troughs and

ltrative

the bed is underdrained to collect and discharge the final
effluent.  Uniform distribution is normally obtained by
dosing so as to flood the entire surface of the bed. Filters
may be designed to provide free acoggsen filters) or may

be buried in the ground (buried filters or subsurface sand
filters);

29.u Mdtria ccaor TheT dominanv zadot efwa sod r
material;

30. Mottling Spots or splotches of color interspersed
in the dominant (or matrix color) of a soil matérislottles
may be of a wide variety of colors;

31. Mound systeirA system where the soil treatment
area is built above the ground to overcome limits imposed
by proximity to water table or bedrock or by rapidly or
slowly permeable soils;

32. Nonground #&sorption sewage disposal system
A facility for waste treatment designed not to discharge to
the soil, land surface, or surface waters, including, but not

limited to, incinerating toilets, mechanical toilets,
composting toilets and recycling systems;
33. Other establishmenfAny public or private

structure other than a dwelling which generates sewage;

34. PainA soil horizon compacted, hard or very high
in clay content. These horizons are usually very slowly
permeable. Common pans in Missouri are claypand
fragipans;

35. Perched water tabld saturated zone above and
separated from the water table by a horizon which is
unsaturated;

36. Percolation rat@he time rate of drop of a water
surface in a test hole as specified in subsection (2)(C) of this
rule and expressed in minutes per inch;

37. PermeabilityThe ease with which liquids and
gases move within the soil or rock;

38. Plastic limit A soil moisture content below which
the soil may be manipulated for purposes of installing a soil
treatment gstem and above which manipulation will cause
compaction, puddling and smearing, as determined by the
administrative authority. This is not to be confused with
plastic limit as used or defined in the Unified Soil
Classification System;

39. Privyi An outhause or structure used for receiving
human excrement in a container or vault beneath the
structure;

40. Registered geologigk person who meets the
requirements of Chapter 256, RSMo;

41. Restrictive horizdm soil horizon that is capable
of perching grand water or sewage effluent and that is
brittle and strongly compacted or strongly cemented with
iron, aluminum, silica, organic matter or other compounds.
Restrictive horizons may occur as fragipans, iron pans or
organic pans and are recognized by theisistance in
excavation or in use of a soil auger;

42. Rock fragmentShe percentage by volume of
rock fragments in a soil that are greater than two millimeters
(2 mm) in diameter or retained on a No. 10 sieve which may



include, but is not restricted ,tachert, sandstone, shale,
limestone or dolomite;

43. SanitariahA person regi®red either as a
sanitarian orenvironmental health professional by the
National Environmental Health Association or the Missouri
Board of Certification for Environmental Higa
Professionals or employed as a sanitarian or environmental
health professional by the administrative authority;

44, Seepage béAn excavated area larger than three
feet (3" in width which contains a bedding of aggregate
and has more than one (1)tdisution line;

45. Seepage trentAn area excavated one to three
feet (I 3") in width which contains a bedding of aggregate
and a single distribution line;

46. SeptageThose solids and liquids removed
during periodic maintenance of a septic or aeratimit
tank or those solids and liquids removed from a holding
tank;

47. Septic tarikAny watertight, covered receptacle
designed and constructed to receive the discharge of
sewage from a building sewer, separate solids from liquid,
digest organic matterstore liquids through a period of
detention and allow the clarified liquids to discharge to a
soil treatment system;

48. SetbackA separation distance measured
horizontally;
49. Severe geological limitationSite-specific

geologic conditions which aradicative of rapid recharge

of an aquifer and likely groundwater contamination.
Locations with significant groundwater contamination
potential should be investigated by a registered geologist to
determine if the site has severe geological limitations.
Standardized criteria for determination of severe geological
limitations are available in the formAssessment of
Individual OnSite Waste Disposal Geological Limitations
from the Department of Natural Resources, Division of
Geology and Land Survey;

50. Sevagé Any watercarried domestic waste,
exclusive of footings and roof drainage. Domestic waste
includes, but is not limited to, liquid waste produced by
bathing, laundry, culinary operations, liquid wastes from
toilets and floor drains and specifically exdes animal
waste and commercial process water. Also known as
wastewater;

51. Sewage flowFlow as determined by
measurement of actual water use or, if actual measurements
are unavailable, as estimated by the best available data
provided by Table 2A in sasection (1)(E) of this rule;

52. Sewage tafilA watertight tank used in the
treatment of sewage which includes, but is not limited to,
septic tanks and aeration units;

53. Sewage tank effluénthat liquid which flows
from a septic tank or aeration unitder normal operation;

54.  Significant  groundwater  contamination
potential Any condition which would cause or indicate
rapid recharge of an aquifer. This includes, but is not
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limited to, the following conditions or parameters: a water
sample from an ogite well which exceeds drinking water
standards with respect to fecal coliform; a hydrologic
connection is established between thesite waste disposal
system and any well; a disposal field to be placed in Class V
soils or soils with a percolation rdtss than ten minutes per
inch (10 min./in.); a disposal field within one hundred feet
(100" of the topographic drainage of a sinkhole; or a sewage
tank with fifty feet (50" of the topographic drainage of a
sinkhole;

55. Sinkholé A land surface deprs®n that is
hydraulically connected with a subterranean passage
developed by a solution or collapse into the underlying
bedrock, or both;

56. Sit¢ The area bounded by the dimensions
required for the proper location of the soil treatment system;

57. Sbpd The ratio of vertical rise or fall to
horizontal distance;

58. Soil The naturally occurring, unconsolidated
mineral or organic material of the land surface developed
from rock or other parent material and consisting of sand,
silt and claysized partiles and variable amount of organic
materials;

59. Soil characteristics, limitiidhose soil
characteristics which preclude the installation of a standard
system, including, but not limited to, evidence of water table
or bedrock closer than three feet) (® the ground surface
and percolation rates slower than one hundred twenty
minutes per inch (120 min./in.);

60. Soil saturatioiiThe condition that occurs when all
the pores in a soil are filled with water;

61. Soil scientistAn individual who has aninimum
of fifteen (15) semester credit hours of soils course work
including a minimum of three (3) hours in the area of soil
morphology and interpretations, and has a minimum of two
(2) years of field experience;

62. Soil textural classificatiarsoil particle sizes or
textures specified in this rule refer to the soil textural
classification in theSoil Survey Manual Handbook No.,18
U.S. Department of Agriculture, 1993;

63. Soil treatment aré@hat area of trench or bed
bottom which is in direct conta with the trench rock of the
soil treatment system;

64. Soil treatment systémA system where sewage
tank effluent is treated and disposed of below ground surface
by filtration and percolation through the soil. It includes
those systems commonly knowrs aeepage bed, trench,
drainfield, disposal field and includes mound and low
pressure pipe systems;

65. Standard systdrmAn individual sewage disposal
system employing a building sewer, sewage tank and the soil
treatment system commonly known as seepagd br
trenches, drainfield or leachfield:;

66. Toilet wasteFecal matter, urine, toilet paper and
any water used for flushing;



67. Trench rockClean rock, washed creek gravel or
similar insoluble, durable and deemgsistant material free
from dust, sad, silt or clay. The size shall range from one
inch to two and ondalf inches (112 1/2"). If limestone,
dolomite or other crushed white rock is used, it shall be
washed and be a minimum size of one andiwmiéinches
@@ 12m;

68. Valve boxAny deviee which can stop sewage
tank effluent from flowing to a portion of the soil treatment
area. This includes, but is not limited to, caps or plugs on
distribution or drop box outlets, divider boards, butterfly
valves, gate valves or other mechanisms;

69. Vay slowly permeableSoils, bedrock and soil
horizon or layer having a vertical permeability less than
one inch (1") in twentyfour (24) hours;

70. Wastewatésame as sewage as defined in
paragraph (1)(A)50. of this rule;

71. Wastewater stabilization pdi A sealed earthen
basin which uses the natural unaided biological processes
to stabilize wastewater (also known as a sewage lagoon);

72. Water tableThe highest elevation in the soil or
rock where all voids are filled with water, as evidenced by
presece of water or soil mottling or other information.
This includes perched water tables or perched zones of
saturation; and

73. WatertighitConstructed so that no water can get
in or out below the level of the outlet.

(B) Applicability. For this rule, orsite wastewater
treatment and disposal system means all equipment and
devices necessary for proper conduction, collection,
storage, treatment and disposal of wastewater from a
dwelling or other facility producing sewage of three
thousand gallons (3000 g3lsor less per day. Included
within the scope of this rule are building sewers, septic
tanks, subsurface absorption systems, mound systems,
intermittent sand filters, gravelless systems, aeration unit
wastewater treatment systems and single family wastewat
stabilization ponds. Commercial or industrial facilities and
developers of subdivisions must first contact the
Department of Natural Resources concerning compliance
with the Missouri Clean Water Law and Regulations before
applying for any approvals @ermits under this rule.

(C) Responsibilities.

1. The design, construction, operation and
maintenance of sewage treatment and disposal systems,
whether septic tank systems, privies or alternative systems,
shall be the responsibility of the designer, naw
developer, installer or user of the system.

2. Actions of representatives of the administrative
authority engaged in the evaluation and determination of
measures required to effect compliance with the provisions
of this rule shall in no way be takeas a guarantee or
warranty that sewage treatment and disposal systems
approved and permitted will function in a satisfactory
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manner for any given period of time. Due to the
development of clogging mats, which adversely impact the
life expectancy of normbl functioning ground absorption
sewage treatment and disposal systems and variables
influencing system function which are beyond the scope of
this rule, no guarantee or warranty is implied or given that a
sewage treatment and disposal system will functiora
satisfactory manner for any specific period of time.

3. Prior to the issuance of a permit to install or effect
major repair of an owsite sewage disposal system as
regulated by Chapter 701, RSMo, plans and specifications
shall be required for rewe Approval by the administrative
authority shall be required for

A. Plans for absorption field showing the
following:

() Field locations with slope(s) indicated or
with contour lines based on field measurement. If field areas
are essentially flabr of uniform grade, spot elevations will
be required for alternate systems.

(I Field layout, length, spacing, connection,
pipe sizes and cleanout details, invert elevations of flow
distribution devices and laterals, valves and appurtenances;

(1) Trench plan and profile drawings and flow
distribution device details;

(IV) Location and design of associated surface
and groundwater drainage systems;

(V) Name, address and telephone number of the
person(s) drafting the plans; and

(VI) Any other information required by the
administrative authority; and

B. Alternative systems whether or not specifically
described in this rule.

4. The entire sanitary sewage system shall be on
property owned or controlled by the person owning or
controling the system. Necessary easements shall be
obtained permitting the use and unlimited access for
inspection and maintenance of all portions of the system to
which the owner and operator do not hold undisputed title.
Easements shall remain valid as long the system is
required and shall be recorded with the county recorder of
deeds.

(D) Minimum SetBack Distances. All ossite
wastewater treatment and disposal systems shall be located
in accordance with the distances shown in Table 1.

(E) Sewage FlowRates. Table 2A or 2B shall be used to
determine the minimum design daily flow of sewage
required in calculating the design volume of sanitary sewage
systems to serve selected types of establishments. The
minimum design volume of sewage from any establestim
shall be one hundred gallons (100 gals.) per day. Design of
sewage treatment and disposal systems for establishments
not identified in this rule shall be determined using available
flow data, watewsing fixtures, occupancy or operation
patterns and ber measured data.



1. Volume determination. In determining the volume (240 gals.) per day. When the occupancy of a single family
of sewage from single family dwellings, the minimum flow dwelling exceeds two (2) persons per bedroom, the volume
rate shall be one hundred twenty gallons (120 gals.) per day of sewage shall be determined by the maximum occupancy
per bedroom. The minimum volume of sewage from each at a rate of sixty gallons (60 gals.) parson per day.
single familydwelling shall be two hundred forty gallons

Table Ii Minimum Set-Back Distances

Minimum Distance From Sewage Disposal Lagoons
Tankl Area 2
Private water supply wefl (feet) (feet) (feet)
50 100 100
Public water supply well 300 300 300
Cistern 25 25 25
Spring 50 100 100
Classified stream, lake or impoundment* 50 50 50
Stream or open ditch 25 25 25
Property lines 10 10** 75
Building foundation 5 15 15
Basement 15 25 25
Swimming pool 15 15 15
Water line under pressure 10 10 10
Suction water line 50 100 100
Upslopeinterceptor drains - 10 10
Downslope interceptor drains - 25 25
Top of slope of embankments or cuts of twd
feet (2') or more vertical height - 20 20
Edge of surficial sink holes 50 100 500
Other soil absorption system except repair 4 - 20 20

*A classified stream is any stream that maintains permanent flow or permanent pools during drought periods and
supports aquatic life.
* Recommend twentfive feet (25" of downslope property line initially, but repair may be allowed to ten feet (10" of
downslope property line.

Lincludes sewage tanks, intermittent sand filters and dosing chambers.
2 Includes all systems (sand filter, wetland and the like) except wastewater stabilization ponds.

3 Unplugged abandoned wells or wells with less than eifetly(< 80") of casing depth shall have dnmadredfifty feet
(150') minimum distance from all above.

4 Sewage tanks and soil absorption systems should never be located in the drainage area of a sinkhole.
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TABLE 2A T Quantities of Domestic Sewage Flows

Type of Establishment

Flow

Residential Units

Single Family Dwelling

Multiple Family Dwelling (with laundry capabilities)

Multiple Family Dwelling (without laundry
capabilities cottages)

Mobile Home Parks

Commercial Facilities
Transportation terminals (airports, bus stops, railroad

stations and the like)
Laundromés
Beauty Shops (Style Shops)
Bowling Lanes

Business (other than those listed elsewhere in this table)

Factories (exclusive of industrial waste)

add for showers
Marinas

with bathhouse
Motels/Hotels

with cooking facilities
Offices (per shift)
Service Stations
24-hour Service Stations
Theaters: Movies

Drive-in

Warehouses
Public parks (toilets only)
Public parks with bath house

Camps

Construction or Work Camps

Summer Camps
Campgroundswith Comfort Station (without water
and sewer hookups)
Travel Trailer/Recreational Vehicle Park
(with water and sewer hookups)

Assembly & Mercantile

Retail Stores

Stadium, Auditorium, Theater, Drivia

Swimming Pools, Spas, and Bathhouses

Churches (Not including a Kitchen, Food Service

Facility, Day Care or Camp)

Churches (With a Kitchen but not including a Food
Service Facility, Day Care or Camp)

Country Club
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(gallons per day per unit unless
otherwise indicated)

120/bedroom
120/bedroom
95/bedroom
50/person
(in excess of 2 persons/bedroom)
300/home*

5/passengers

580/machine
125/chair
50/lane
25/employee
25/person/shift
10/person/shift
10/boat slip
30/boat slip
120/room
175/person
25/person
250/water closet or urinal
325/water closet
5/seat
15/vehicle space
30/employee
5/user
15/ 25/user

60/person
40/person (with chemit#oilets)
60/person

100/campsites

120/space
120/ 1000 sq. fiof retail sales area
5/seat or space
10/person
3/seat

5/seat

20/member



TABLE 2A7T Quantities of Domestic Sewage Flows (continued)

Type of Establishment

Flow

Food or Drink Establishment**
Bar (nd serving food)
Restaurants

24-hour Restaurant

Food Stands
1) per 100 square feet of food stand floor space
2) add per food employee

Other food service facilities

Meat Markets
1) per 100 square feet of market floor space
2) add per market employee

Institutional **

Hospitals

Day Care Facilities

Residential Cee Facilities

Rest Homes and Nursing Homes
with laundry
without laundry

Day Schools
with cafeteria, gym, and showers
with cafeteria only
with neither cafeteria nor showers

Boarding Schools

20/seat

40/seat or

40/15 sq. ftof dining area,
whichever is greater

75/seat

50 gal.
25 gal.
5/meal

50 gal.
25 gal.

300/bed
15/person
60/person

120/bed
60/bed

15/student
12/student
10/student
60/person

1 Establishments with flows greater than three thousand gallons per day (3,000 gpd) shall be regulated under Chapter 644, RSMo,

administered by the Department of Natural Resources.

* Must consider flow intdhe soil absorption system from mobile homes where taps are allowed to run to prevent freezing.
** Establishments processing food may be required to provide grease interceptors in an accessible location prior to the sewage

treatment system.

Note: Gallons per person per unit includes normal infiltration for residential systems.

Table 2Bi Sewage Works Population/Design Table

Unit Persons/unit

Apartments or Condominiums

(1 bedroom) 2.0

(2 bedroom) 3.0

(3 bedroom) 3.7
Camper trailers with sew@ookup 3.0
Camper trailers without sewer hookup 2.5
Mobile Homes 3.003.7
Motels 3.0
Residences 3.7
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2. Other establishments. For establishments or
housing developments other than a single family residence,
either Table 2A shall be used to estimdte sewage flow
rate or actual measured flow rate for existing systems may
be used. Values for estimated sewage flow for
establishments having food service operations shall be
increased by a factor of one and dradf (1.5) to
compensate for the high omga strength. Grease traps shall
be required at food service facilities, meat markets and
other places of business where the accumulation of grease
or oils can cause premature failure of a soil absorption
system. The following design criteria shall be met;

A. The grease trap shall conform to Plumbing &
Drainage Institute Standard RPBI101 or equivalent;

B. The grease trap shall be plumbed to receive all
wastes associated with food handling and no toilet wastes;

C. The grease trap liquid capacity ath be
sufficient to provide for at least five gallons (5 gals.) of
storage per meal served per day, at leastthivds (2/3) of
the required septic tank liquid capacity, or a capacity as
determined in accordance with the following:

LC=DxGLxXxSTxHR/2xLF

where LC =grease trap liquid capacity (gallons)
D =number of seats in dining area
GL =gallons of wastewater per meal
(1.5 singleservice; 2.5 fullservice)

ST =storage capacity factor = 2.5

HR =number of hours open

LF =loadingfactor= (1.25 interstate highway
= 1.0 other highways and

recreational areas
0.8 secondary roads);

D. Two (2) or more chambers must be provided,
with total lengthto-width ratio at least two to one (2:1).
Chamber opening and outksdnitary tee must extend down
at least fifty percent (50%) of the liquid depth;

E. Access manholes, with a minimum diameter of
twenty-four inches (24"), shall be provided over each
chamber and sanitary tee. The access manholes shall extend
at least tdinished grade and be designed and maintained to
prevent surface water infiltration. The manholes shall also
have readily removable covers to facilitate inspection and
grease removal; and

F. Where it has been demonstrated that specially
designed greaseinterceptors will provide improved
performance, the grease trap liquid capacity may be
reduced by up to fifty percent (50%).

3. Population to be served. Unless satisfactory
justification can be given for using lower penit
occupancies, the figures ifable 2B shall be used in
determining the population for which to design the sewage
works:

4. Reduction in sewage flow. Reductions in design
sewage flow rates may be allowed by the administrative
authority on a casby-case basis depending upon water
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conservation plans. Sewage flow rates may be reduced up
to forty percent (40%) for gray water systems where the
toilet wastes are discharged to a holding tank and disposed
of off site or where waterless toilets are utilized.

(2) Site Evaluation.
(A) All proposed sites for erite sewage treatment and
disposal systems shall be evaluated for the following:

1. Either percolation tests or soil conditions,
properties and permeability as determined by a sail
morphology examination; a profile pit shall be raqdifor
all new installations in order to conduct soil morphology
examination;

2. Slope;

3. The existence of lowlands,
depressions, rock outcrops and sinkholes;

4. All required setback distances as required in
subsection (1)(D) of thiaule;

5. Surface water flooding probability and depth to
water table;

6. Location of easements and underground utilities;

7. Amount of available area for the installation of the
system and an area for replacement;

8. Location of homesite or dweally as well as
management of surface runoff water from those buildings;

9. Any other cultural feature, such as roads, streets
and the like in the surrounding areas which influences
surface and subterrainal flow of water on or near the
proposed site; and

10. Any significant groundwater contamination
potential.

local surface

(B) Preliminary Soils Information. During a site
evaluation reference may be made of county soil survey
reports which are available from the United States
Department of Agriculture (USDA) NaturaResources
Conservation Service (NRCS) for a majority of the counties
in Missouri. NRCS soil survey reports should not be used
as sole final determination for a specific site, but only as a
guide to which soils are expected in a given area.

(C) Soil Pemeability and Soil Percolation. Soil
permeability and soil percolation are two (2) different soil
features with no direct correlation.

1. Soil permeability is that quality that enables soil
to transmit water or air. It can be measured quantitatively in
terms of rate of flow of water through a unit cross section
of saturated soil in unit time under specified temperature
and hydraulic conditions.

2. Soil percolation rate is based on a standard
method which includes a twentgur (24)}hour presoak in
a 3x to eight inch (68") diameter hole to the depth of the
proposed absorption field. After the presoak, water is
poured into the hole to a level of eight inches (8") above
the bottom. The drop in water level is then measured at
thirty (30yminute intervad until a stabilized rate is



obtained. Results are recorded as minutes per inch
(min./in.) for the water level to drop.

(D) Procedures for Percolation Tests and Profile Holes
Two (2) types of site evaluations are acceptable. Each type
depends upon theechnical expertise of the individual
conducting the evaluations. When percolation tests are
slower than sixty minutes per inch (60 min./in.), the design
must be drafted and signed by a registered engineer unless
site suitability and system sizing has betstermined by
soil evaluation in accordance with section (7) of this rule.
This would apply to all systems except for lagoons or other
systems that do not use the soil for treatment. When
percolation tests are slower than one hundred and twenty
minutes perinch (120 min./in.), orsite sewage disposal
systems shall not be permitted, except for lagoons or other
systems designed in accordance with sections (6) and (7) of
this rule. The administrative authority will determine which
method(s) is to be used. Tiypes of site evaluations are
described as follows:

1. Percolation tests only. This type of site evaluation
is where site suitability and sizing of the soil absorption
system is made by percolation tests and there is no other
evaluation of soil charactstics. This type of site
evaluation can be used only for siting and sizing standard
systems in areas which are not classified as having
significant groundwater contamination potential. When
using this type of evaluation, only percolation rates
between terminutes and sixty minutes per inch (B0
min./in.) will be acceptable. Percolation tests shall be
conducted by an engineer, sanitarian, registered geologist,
soil scientist or a person who has been trained and certified
by the Department of Health in awdance with section
701.040(2), RSMo. These tests shall be performed in
accordance with the following procedure:

A. A minimum of four (4) percolation test holes
are required with three (3) of the holes around the periphery
within the proposed soil abgaion site and one (1) in the
middle of the proposed soil absorption site;

B. Each test hole shall be six to eight incheis (6
8") in diameter, have vertical side walls and be bored or
dug to a depth of the bottom of the proposed soil absorption
system;

C. The bottom and sides of the hole shall be
carefully scratched to remove any smearing and to provide
a natural soil surface into which water may penetrate. All
loose material shall be removed from the bottom of the test
hole and two inches (2") of offeurth to threefourths inch
(1/4i 3/4") washed gravel shall be added to protect the
bottom from scouring;

D. The hole shall be carefully filled with clear
water to a minimum of twelve inches (12") over the soll
bottom of the test hole and maintained fio less than four
(4) hours. The hole shall then be allowed to swell for at
least twentyfour (24) hours. In sandy soils, the saturation
and swelling procedure shall not be required and the test
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may proceed if one (1) filling of the hole has seeped away
in less than ten (10) minutes;

E. In sandy soils, the water depth shall be
adjusted to eight inches (8") over the soil bottom of the test
hole. From a fixed reference point, the drop in water level
shall be measured in inches to the nearesteigtgh nch
(1/8") at approximately ten (1Ohinute intervals. A
measurement can also be made by determining the time it
takes for the water level to drop one inch (1") from an
eightinch (8") reference point. If eight inches (8") of water
seeps away in less théen (10) minutes, a shorter interval
between measurements shall be used but in no case shall
the water depth exceed eight inches (8"). The test shall
continue until three (3) consecutive percolation rate
measurements vary by a range of no more than terempter
(10%);

F. In other soils, the water depth shall be adjusted
to eight inches (8") over the soil at the bottom of the test
hole. From a fixed reference point, the drop in water level
shall be measured in inches to the nearesteggtgh inch
(1/8") & approximately thirty (30minute intervals,
refilling between measurements to maintain an eiggtt
(8" starting head. The test shall continue until three (3)
consecutive percolation rate measurements vary by a range
of no more than ten percent (10%e percolation rate can
also be made by observing the time it takes the water level
to drop one inch (1") from an eightch (8") reference
point if a constant water depth of at least eight inches (8")
has been maintained for at least four (4) hours padhe
measurement;

G. Percolation rate shall be calculated as follows:

(I) The time interval shall be divided by the
drop in water level to obtain the percolation rate in minutes
per inch;

(1) The slowest percolation rate of the four (4)
tess shall be used to determine the final soil treatment
system design. Where the slowest percolation rate varies by
more than twenty minutes per inch (20 min./in.) from the
other tests, a detailed soils morphology evaluation must be
conducted to justify a dé&gn based upon the average
percolation rate; and

(I For reporting the percolation rate,
worksheets showing all calculations and measurements
shall be submitted; and

H. Depth to bedrock or other restrictive layer
shall be determined in areas wédris known that bedrock
may exist at depths less than ten feet (10"); and

2. Soil Morphology. This evaluation shall be
conducted by a soil scientist unless an engineer, registered
geologist or sanitarian has had special training and field
experience d determine the required soil characteristics.
This type of evaluation is recommended for sites that are
classified as having significant groundwater contamination
potential, severe geological limitations or severe limitations
relating to restrictive laysr Section (7) of this rule
contains criteria for this type of site evaluation. Since this
type of soil analysis pertains to the factors that relate



directly to permeability, no percolation test is required,
however the administrative authority may rettie option

of requiring percolation tests for additional information in
determining site suitability.

(3) Building Sewers.
Building sewers used to conduct wastewater from a
building to an orsite wastewater treatment and disposal
system shall be constied of material meeting the
minimum requirements of American Society for Testing
and Materials (ASTM) Standards and listed by that agency
for such use. Suitable materials meeting ASTM standards
include: Acrylonitrile, butadiene styrene (ABS), cast iron
pipe, concrete pipe, copper or coppdoy tubing,
polyvinyl chloride (PVC) or vitrified clay pipe. Although
listed by ASTM, asbestos cement pipe will not be accepted
due to potential health hazards to installers. Building sewer
specifications are as folles:

(A) Size. Building sewers shall not be less than four
inches (4") in diameter;

(B) Slope. Building sewers shall be laid to the following
minimum slope:
1. Fourinch (4") seweirtwelve inches (12") per one
hundred feet (100"; and
2. Sixinch (6") sewefeight inches (8") per one
hundred feet (100";

(C) Cleanouts. A cleanout shall be provided at least
every one hundred feet (100" and at every change in
direction or slope if the change exceeds fditg degrees
(45°). A cleanout should be proed between house and
tank; and

(D) Connection to sewage tank. The pipe going into
and out of the sewage tank shall be schedule 40 PVC or
cast iron and shall extend a minimum of two feet (2"
beyond the hole of excavation for the sewage tank.

(4) Sewag Tanks.

(A) General. All liquid waste and washwater with the
following exceptions shall discharge into the sewage tank.
Roof, garage, footing, surface water, drainage, cooling
water discharges and hazardous wastes shall be excluded
from the sewage taniBackwash from water softeners and
swimming pool filtration systems may be excluded from
the sewage tank. In such event of excluding swimming
pool filter backwash, the Department of Natural Resources
shall be contacted for applicability of a discharge perm
All sewage tank effluent shall be discharged to a soil
absorption system that is designed to retain the effluent
upon the property from which it originated. All tanks
regardless of material or method of construction shall

1. Be watertight and degied and constructed to
withstand all lateral earth pressures under saturated soil
conditions with the tank empty;

2. Be designed and constructed to withstand a
minimum of two feet (2') of saturated earth cover above the
tank top; and

3. Not be subjecto excessive corrosion or decay.
Metal sewage tanks shall not be used unless specifically
allowed by the administrative authority on a chyecase
basis. The tank shall be thoroughly coated inside and out
with a bituminous or other suitable coating. Adgmage to
the bituminous coating shall be repaired by recoating.

Table 3 Tank Capacity

Minimum
guage Minimum
Tank Design and Capacity thickness Diameter
(guage) (inches)
Vertical cylindrical
500 thru 1000 gallons bottom and sidewalls 14 None
cover 12
baffle 12
1001 thru 1250 gallons complete tank 10 None
1251 thur 1500 gallons complete tank 7 None
Horizonital cylindrical
500 thru 1000 gallons complete tank 13 54
1001 thru 1500 gallons complete tank 12 64
1501 thru 250 gallons complete tank 10 76
2501 thru 6000 gallons complete tank 7 76
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Additionally, plastic sanitary tees shall be used for the
inlet and outlet for the sewage tank. The administrative
authority shall use Table 3 regarding minimum gauge
thicknesdor metal sewage tanks.

(B) Septic Tanks. Septic tanks, regardless of material
or method of construction, shall conform to the following
criteria:

1. The liquid depth of any septic tank or its
compartment shall be not less than thity inches (36")

A liquid depth greater than six and ehalf feet (6 1/2")
shall not be considered in determining tank capacity;

2. No tank or compartment shall have an inside
horizontal dimension less than twe+four inches (24");

3. Inlet and outlet connections the tank shall be
protected by baffles or sanitary tees as defined in
paragraph (4)(B)6. of this rule;

4. The space in the tank between the liquid surface
and the top of the inlet and outlet baffles shall not be less
than twenty percent (20%) of thetabrequired capacity,
except that in horizontal cylindrical tanks, this space shall
be not less than fifteen percent (15%) of the total required
liquid capacity;

5. Inlet and outlet baffles shall be constructed of
acidresistant concrete, aci@sistanfiberglass or plastic;

6. Sanitary tees shall be affixed to the inlet or outlet
pipes with a permanent waterproof adhesive. Baffles shall
be integrally cast with the tank, affixed with a permanent
waterproof adhesive or with stainless steel connectqrs t
and bottom;

7. The inlet baffle shall extend at least six inches
(6") but no more than twenty percent (20%) of the total
liquid depth below the liquid surface and at least one inch
(1") above the crown of the inlet sewer;

8. The outlet baffle and ¢h baffles between
compartments shall extend below the liquid surface a
distance equal to forty percent (40%) of the liquid depth,
except that the penetration of the indicated baffles or
sanitary tees for horizontal cylindrical tanks shall be thirty
five percent (35%) of the total liquid depth. They also shall
extend above the liquid surface as required in paragraph
(4)(B)4. of this rule. In no case shall they extend less than
six inches (6") above the liquid surface;

9. There shall be at least one incH) (ietween the
underside of the top of the tank and the highest point of the
inlet and outlet devices;

10. The inlet shall be not less than three inches (3")
above the outlet;

11. The inlet and outlet shall be located opposite
each other along the axif maximum dimension. The
horizontal distance between the nearest points of the inlet
and outlet devices shall be at least four feet (4);

12. Sanitary tees shall be at least four inches (4") in
diameter. Inlet baffles shall be no less than six incB8s (
or no more than twelve inches (12") measured from the
end of the inlet pipe to the nearest point on the baffle.
Outlet baffles shall be six inches (6") measured from
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beginning of the outlet pipe to the nearest point on the
baffle;
13. Access to theeptic tank shall be as follows:

A. Manholes. Access shall be provided over both
the inlet and outlet devices and to each tank compartment
by means of either a removable cover or a manhole. Where
the top of the tank is located more than eighteen inches
(18" below the finished grade, manholes and inspection
holes shallextend to approximately eight inches (8")
below the finished grade. The extension can be made using
riser of approved material and fitted with tight covers of
heavy metal or concrete. Protention must be given to
the accident hazard involved when manholes are extended
close to the ground surface. Manhole risers are not
required when the top of the tank is within eighteen inches
(18") of final grade. All manhole openings must be
provided with a substantial, fitted, watéight cover of
concrete, cast iron or other approved material. All manhole
covers which terminate below grade shall be covered with
at least six inches (6") of earth. Manhole covers which
terminate above grade shall haedther an effective
locking device or otherwise be adequately sealed in a
manner to prevent accidental access; and

B. A six-inch (6") inspection port shall be
provided over the inlet and outlet baffles of each tank and
terminate at or above grade. Arsjpection port shall not
be used as a pumpout access. A manhole cover at or
above grade may also serve in place of inspection ports;

14. Compartmentation of single tanks shall be in
accordance with the following:

A. Septic tanks larger than fifteen rdred
gallons (1500 gals.) and fabricated as a single unit shall be
divided into two (2) or more compartments;

B. When a septic tank is divided into two (2)
compartments, not less than emaf (1/2), nor more than
two-thirds (2/3), of the total volumsehall be in the first
compartment;

C. When a septic tank is divided into three (3) or
more compartments, of®lf (1/2) of the total volume
shall be in the first compartment and the other half equally
divided in the other compartments;

D. Connectiondbetween compartments shall be
baffled so as to obtain effective retention of scum and
sludge. The submergence of the inlet and outlet baffles of
each compartment shall be as specified in paragraphs
(4)(B)7.and 8. of this rule;

E. Adequate venting shée provided between
compartments by baffles or by an opening of at least fifty
(50) square inches near the top of the compartment wall;
and

F. Adequate access to each compartment shall be
provided by one (1) or more manholes with a minimum
opening tventy inches (20") square or in diameter and
located within six feet (6") of all walls of the tank;

15. The use of multiple tanks shall conform with the
following:



A. Where more than one (1) tank is used to
obtain the required liquid volume, the tankkall be
connected in series;

B. Each tank shall comply with all other
provisions of this section;

C. No more than three (3) tanks in series can be
used to obtain the required liquid volume; and

D. The first tank shall be no smaller than any
stbsequent tanks in series;

16. The liquid capacity of a septic tank serving a
dwelling shall be based upon the number of bedrooms
contemplated in the dwelling served and shall be at least as
large as the capacities given in Table 4.

Table 40 Dwelling Sepic Tank Capacity*

Number of Minimum Liquid
Bedrooms Capacity
(gallons)
1i 3 1000
4 1250
5 1500

* These figures provide for use of garbage
grinders, automatic clothes washers and other
household appliances. Garbage grindersiate
recommended due to introduction of fats.

A. For six (6) or more bedrooms, the septic tank
shall be sized on the basis similar to an establishment. See
paragraph (4)(B)17. of this rule.

B. No tank shall be designed to retain less than
two(2)dy sd6 seifgdint  48) hour soé f

17. Individual residences with more than five (5)
bedrooms, multipldamily residences, individual septic
tank systems serving two (2) or more residences or any
place of business or public assembly where the design
sewage flow is greater than one thousand gallons per day
(1000 gpd), the liquid capacity of the septic tank shall be
designed in accordance with the following:

V = 1.5Q + 500

where V = the liquid capacity of the septic tank
and  Q =the desig daily sewage flow.

The minimum liquid capacity of a septic tank serving two
(2) or more residences shall be fifteen hundred gallons
(1500 gals.).

(C) Location. Location of the sewage tank shall include
the following:
1. The sewage tank shall be mdcso that it is
accessible for the removal of liquids and accumulated
solids;
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2. The sewage tank shall be placed on firm and
settled soil capable of bearing the weight of the tank and
its contents; and

3. The sewage tanks shall be set back as spaifie
subsection (1)(D) of this rule.

(D) Solids Removal. The owner of any septic tank or
his/her agent shall regularly inspect and arrange for the
removal and sanitary disposal of septage from the tank
whenever the top of the sludge layer is less thasiviev
inches (12") below the bottom of the outlet baffle or
whenever the bottom of the scum layer is less than three
inches (3") above the bottom of the outlet baffle. Yearly
inspections of septic tanks are recommended and tanks
shall be pumped whenever thettom of the scum layer is
within three inches (3") of the bottom of the outlet device
or the sludge level is within eight inches (8") of the bottom
of the outlet device.

(E) Aeration Units. An aeration unit wastewater
treatment plant utilizes the pdiple of oxidation in the
decomposition of sewage by the introduction of air into the
sewage. An aeration unit may be used as the primary
treatment unit instead of a septic tank except where special
local conditions may limit their use. All aeration unipé
treatment systems shall comply with the general
requirements for sewage tanks set forth in subsection
(4)(A) of this rule and with the following:

1. Limitations. Special conditions where aeration
units should not be used may include, but not bedinio,
the following:

A. Where intermittent use (interruptions allowing
more than five (5) days without continuous flow) will
adversely affect the functioning of the plant; and
| o w; B.&Refle local ordinances restrict their use;

2. General. The aeratiamit shall be located where
it is readily accessible for inspection and maintenance. Set
back distances for aeration units shall be in accordance
with subsection (1)(D) of this rule;

3. Design. All aeration units shall comply with
National Sanitation Fowation Standard No. 40 or as
required by the administrative authority. In addition, all
aeration unit treatment plants shall comply with the
requirements stipulated in this section. The aeration unit
shall have a minimum treatment capacity of one hundred
twenty gallons per bedroom per day (120 gals./pbd) or five
hundred gallons (500 gals.), whichever is greater;

4. Effluent disposal. Effluent from an aeration unit
shall be discharged into a soil absorption system or other
final treatment system in accance with section (6) of
this rule. No reductions in the area of soil absorption
systems or other final treatment systems shall be permitted
because of the use of an aeration unit instead of a septic
tank; and

5. Operation and maintenance. Where aemnatiaits
are used in institutional or administrative arrangements to



control their use, operation and maintenance are
recommended. Aeration units should be inspected at least
one (1) time each year and pumped when mixed liquor
solids concentrations resitt excessive clarifier loading.

(5) Absorption Systems.

The common design of absorption systems is the use of
absorption trenches, each separate from the other and each
containing a distribution pipe. This type system should be
used whenever practical Other types of absorption
systems may be used as alternatives where the site
conditions meet the specific design requirements of the
alternative systems. Installation shall not be made while
the soil is wet or moist. This is to prevent smearing and
destroying the structure of the soil. All absorption systems
should have curtain drains, terraces or use of other flow
diversion methods to minimize surface or ground water
from loading the absorption field.

(A) Absorption Trenches. The absorption trendveg
additional treatment to the sewage from the treatment tank.
Regardless of its appearance of clarity or transparency, the
outflow or effluent from a sewage tank is a dangerous
source of contamination. The satisfactory operation of the
sewage disposalystem is largely dependent upon the
proper site selection, design and construction of the
absorption trench.

1. Absorption trenches should not be constructed in
soils having a percolation rate slower than sixty minutes
per inch (60 min./in.) and in no sa shall absorption
trenches be constructed in soils with percolation rates
slower than one hundred twenty minutes per inch (120
min./in.) or where rapid percolation may result in
contamination of watebearing formations or surface
waters.

2. The absoron trench shall be located on the
property to maximize the vertical separation distance from
the bottom of the absorption trench to the seasonal high
groundwater level, as determined by the presence of
mottling, bedrock or other limiting layer. The vesl
separation between the bottom of the absorption trench
and limiting layer or seasonal high water table shall be no
less than one foot (1" for standard systems. Greater
vertical separation may be required where whtaring
formations are in danger obntamination.

3. Absorption trenches shall not be constructed in
unstabilized fill or ground which has become severely
compacted due to construction equipment.

4. The minimum area in any absorption trench
system shall be in accordance with Table Bsdyption
trenches in these highly permeable soils shall have a
minimum vertical separation of four feet (4') between the
absorption trench bottom and seasonal high groundwater
table or bedrock. Cherty clays may have percolation rates
between zero (0) ansixty (60) minutes per inch. Cherty
clay soils located in areas of severe geological limitations
shall have less than fifty percent (50%) rock fragments and
a vertical separation distance of four feet (4") or more
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between the absorption trench bottom anddrbck.
Unlined absorption trenches shall not be installed in cherty
clays when the field evaluation indicated the presence of
large voids. Regardless of the percolation rate, absorption
trenches installed in areas of severe geological limitations
with chety clays should be designed for a maximum
loading rate of fortyfive hundredths gallons per square
foot (0.45 gals/sq. ft.) or a minimum of two hundred sixty
five square feet per bedroom (265 sq. ft./bedroom).

Table 5" Minimum Absorption Area

Percolation Absorption Loading
Rate Loading Area Rate
(min./in.) (sq.ft./bedroom] (gal./sq. ft.)*
<10** 150 1.0
117 30 200 0.8
311 45 265 0.45
461 60*** 300 0.4
611 120*** £ 600 0.2

* Gallons of sewage tank effluent per day per square foot of
trench botton.

** Soils with percolation rates of one to ten minutes per ingh (1
10 min./in.) or less shall eithdre evaluated for severe
geological limitations by a registered geologist or a soil
morphology examination shall be required.

*** Note: When percolationrate is greater than forfive

minutes per inch (45 min./in.), backfill above infiltration

barrier shall be sand, loamy sand or sandy loam, when
available. Two to four inchesi(2") of loamy soil shall be
used to cap the sandy backfill. This is to keeijpwater
from entering the system.

Must be designed and approved by a Missouri registered

engineer.

5. Each absorption trench system shall have a
minimum of two (2) trenches with no one (1) trench longer
than one hundred feet (100" unless approbgdthe
administrative authority on a cabg-case basis. The
absorption trenches shall be located not less than three (3)
times the trench width on centers with a minimum spacing
of five feet (5') on centers.

6. Absorption trenches shall be at leasthatgn
inches (18") wide and no more than thigix inches (36")
wide. Thirty-six inch (36") wide trenches should not be
utilized in soils with percolation rates slower than ferty
five minutes per inch (45 min./in.). The bottom of standard
absorption trertees shall be at least eighteen inches (18")
and no more than thirty inches (30") below the finished
grade except as approved by the administrative authority.

7. The pipe used between the sewage tank and the
absorption system shall be a minimum of finoch (4")
inside diameter equivalent to the pipe used for the building
sewer as set forth in section (3) of this rule. The pipe shall
have a minimum fall of not less than eeighth inch



(/8" per foot. All
construction.

8. Gravity-fed absorption field distribution lines
should be at least four inches (4") in diameter. Perforated
distribution line shall have holes at least dvaf inch
(2/2") and no more than thrdeurths inch (3/4") in
diameter.

A. Pipe used for distrilition lines shall meet the
appropriate ASTM standard or those of an equivalent
testing laboratory. Fittings used in the absorption field
shall be compatible with the materials used in the
distribution lines.

B. When four inch (4" or six inch (6"}diameter
corrugated plastic tubing is used for distribution lines, it
shall be certified as complying with applicable ASTM
standards. The corrugated tubing shall have either two (2)
or three (3) rows of holes, each hole betweentwéinch
(1/2") and thredourths inch (3/4") in diameter and spaced
longitudinally approximately four inches (4") on centers.
Coiled tubing shall not be used.

9. The absorption trenches shall be constructed as
level as possible, but in no case shall the fall in a single
trench lmttom exceed on®ourth inch (1/4") in ten feet
(10"). The ends of distribution lines should be capped or
plugged, or when they are at equal elevations, they shall be
connected.

10. Rock used in soil absorption systems shall be
clean gravel or crushedoste, and graded or sized between
one and ondalf and three inches (1 &) with no more
than ten percent (10%) material to pass through ahatfe
inch (1/2") screen. The rock shall be placed a minimum of
twelve inches (12") deep with at least six ingh@")
below the pipe and two inches (2") over the pipe and
distributed uniformly across the trench bottom and over
the pipe. Limestone and dolomite shall be avoided when
possible. Before placing soil backfill over the trenches, the
gravel shall be coveradgith one (1) of the following:

A. Unfaced, rolled, three and chealf inch (3
1/2") thick fiberglass insulation;

B. Untreated building paper;

C. Synthetic drainage fabric; or

D. Other material approved by the administrative
authority laid asd separate the gravel from the backfill.

11. Complex slope patterns and slopes dissected by
gullies shall not be considered for installation of
absorption trenches. Uniform slopes under fifteen percent
(15%) shall be considered suitable slope for iredtialh of
absorption trenches. When slopes are less than two percent
(2%), provisions shall be made to insure adequate surface
drainage. When slopes are greater than four percent (4%),
the absorption trenches shall follow the contour of the
ground. Uniformslopes between fifteen percent (15%) and
thirty percent (30%) should not be used for installation of
absorption trenches unless the soils are three feet (3" or
more below the trench bottom. Slopes within this range
may require installation of interceptdrains upslope from
the soil absorption system to remove all excess water that

joints shall be of watertight
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might be moving laterally through the soil during wet
periods. Usable areas larger than minimum are ordinarily
required in this slope range. Slopes greater than thirty
percent 80%) shall not be utilized for installation of
absorption trenches unless the following requirements can
be met and approval is obtained from the administrative
authority:

A. The slope can be terraced or otherwise graded
or the absorption trenches car kocated in naturally
occurring soil so as to maintain a minimum ten foot (10"
horizontal distance from the absorption trench and the top
edge of the fill embankment;

B. The soil is permeable and no restrictive layers
or water tables occur at a deptfthin two feet (2') of the
trench bottom;

C. Surface water runoff is diverted around the
absorption trench field so that there will be no scouring or
erosion of the soil over the field or to allow surface runoff
onto the field;

D. If necessary, growdwater flow from heavy
rainfall is intercepted and diverted to prevent that water
from running into or saturating the soil absorption system;
and

E. There is sufficient ground area available to

install the absorption trench system with these
modifications.
12. Effluent distribution devices, including

distribution boxes, flow dividers and flow diversion
devices, shall be of sound construction, watertight, not
subject to excessive corrosion and of adequate design as
approved by the administrative auttpr Effluent
distribution devices shall be separated from the sewage
tank by a minimum of two feet (2" of undisturbed or
compacted soil and shall be placed level on a solid
foundation of soil, gravel or concrete to prevent
differential settlement of thelevice. Distribution boxes
provided with flow equalizers are recommended.

A. Each distribution line shall connect
individually to the distribution box and shall be watertight.

B. The pipe connecting the distribution box to
the distribution line shalbe of a watertight construction
laid on undisturbed earth.

C. No more than four (4) distribution lines
should be connected to a distribution box receiving gravity
flow unless the ground surface elevation of the lowest
trench is above the flow line elation of the distribution
box.

13. Stepdowns or drop boxes may be used where
topography prohibits the placement of absorption trenches
on level grade. Serial distribution systems should be
limited to a separation of at least three feet (3") between the
bottom of the absorption trenches and the limiting
condition such as slow permeability or zone of seasonal
saturation as evidenced by mottling. Whenever the design
sewage flow rate requires more than seven hundred and
fifty lineal feet (750 lin. ft.) of digibution line in a
stepdown or drojpox type system, the absorption field



shall be divided into two (2) or more equal portions.
Stepdowns shall be constructed of two feet (2" of
undisturbed soil and constructed to a height level with the
top of the uppedistribution line. The inlet to a trench
should be placed either in the center or as far as practical
from the outlet (overflow) from the same trench. Drop
boxes shall be constructed so that the inlet supply pipe is
one inch (1") above the invert of theittet supply pipe
which is connected to the next lower drop box. The top of
the trench outlet laterals, which allow effluent to move to
the distribution lines, shall be two inches (2") below the
invert of the outlet supply line. It is recommended that
drop boxes be designed to close off the trench outlets to
provide for periods of resting when the absorption trench
becomes saturated.

14. Dosing is recommended for all systems except
serial distribution systems and shall be provided when the
design sewagddw requires more than five hundred lineal
feet (500 lin. ft.) of distribution line. When the design
sewage flow requires more than one thousand lineal feet
(2000 lin. ft.) of distribution line, the absorption field shall
be divided into two (2) equal parvhs and each half dosed
alternatively, not more than four (4) times per day. Dosing
may be accomplished by the use of a pump. Each side of
the system shall be dosed not more than four (4) times per
day. The volume of each dose shall be the greater of the
daily sewage volume divided by the daily dosing
frequency, or an amount equal to approximately three
fourths (3/4) of the internal volume of the distribution lines
being dosed (approximately chalf gallon per lineal foot
(2/2 gal./lin. ft.) of fourinch (4") pipe). Whenever dosed
distribution box systems are utilized, the separation
distance between the absorption trench bottom and
limiting condition should be at least two feet (2').

15. Gravelless subsurface absorption systems may
be used as an altethae to conventional foumch (4")
pipe placed in gravel filled trenches, however they cannot
be used in areas where conventional systems would not be
allowed due to poor permeability, high groundwater or
insufficient depth to bedrock. Design approval fthese
systems may be required from the administrative authority
prior to installation and all manufacturing specifications
and installation procedures shall be closely adhered to.
Gravelless trench systems using fabric wrapped tubing
shall not be used, mever, where wastes contain high
amounts of grease and oil, such as in restaurants.

A. The eight (8), ten (10), and twelve (12)nch
(inner diameter) corrugated polyethylene tubing used in
gravelless systems shall meet the requirements of ASTM
F667, Sandard Specification for Large Diameter
Corrugated Polyethylene Tubing. For purpose of
calculation, the eighinch (8") pipe may be considered
equal to eighteen inches (18") in width of a standard
absorption trench. The tench (10") pipe may be
consideed equal to twentfive inches (25") in width of a
standard absorption trench.
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B. Two (2) rows of perforations shall be
provided located one hundred twenty degrees (120°) apart
along the bottom half of the tubing, each sixty degrees
(60°) from the botim centerline. The tubing shall be
marked with a visible top location indicator one hundred
twenty degrees (120°) away from each row of holes.
Perforations shall be cleanly cut and uniformly spaced
along the length of the tubing and should be staggered so
that there is only one (1) hole in each corrugation. The
tubing shall be marked with a visible top location
indicator. All gravelless drainfield pipe shall be encased at
the point of manufacture with a filter wrap of spoionded
nylon, spurbonded polyproglene or other substantially
equivalent material approved by the administrative
authority.

C. Rigid corrugated tubing shall be covered with
filter wrap at the factory and each joint shall be
immediately encased in a protective wrap that will prevent
ultraviolet light penetration which shall continue to encase
the large diameter pipe and wrap until just prior to
installation in the trench. Filter wrap encasing the tubing
shall not be exposed to sunlight (ultraviolet radiation) for
extended periods. Rockand large soil clumps shall be
removed from backfill material prior to being used. Clayey
soils (soil group 1V) shall not be used for backfill. The
near end of the large diameter pipe shall have an offset
adapter (small end opening at top) suitable foeikgog
the pipe from the septic tank or distribution device and
making a mechanical joint in the trench.

D. The trench for the gravelless system shall be
dug with a level bottom. On sloping ground, the trench
should follow the contour of the ground t@imtain a level
trench bottom and to ensure a minimum backfill of six
inches (6"). It is recommended that the minimum
trench width for the gravelless system be eighteen inches
(18") in friable soils to ensure proper backfill around the
bottom half of thepipe. In cohesive soils, the minimum
width of excavation should be twenrtyur inches (24"). In
clay soils, it is recommended that the trench be backfilled
with sandy material, sandy loam, loam, clay loam, silt
loam or silty clay loam. The gravelless systenay be
installed at a trench bottom depth of eighteen inches (18")
minimum to thirty inches (30") maximum, but a more
shallow trench bottom depth of eighteen to twefoiyr
inches (1824") is recommended. To promote equal
effluent and suspended solidstdibution, the slope of the
drain pipe should be from zero to ehalf inch per one
hundred feet (01/2 in./100 ft.).

E. A gravelless chamber may be installed based
on bottom absorption area utilizing a reduction of up to
twenty-five percent (25%) inthe size of a standard gravel
absorption area based upon a soil morphology evaluation
indicating the feasibility of a reduction. However, as
described in Table 6, the maximum loading rate provided
for any particular soil group must not be exceeded when
sizing for the thirtyfour inch (34") chamber. For this
purpose, the fifteen inch (15") chamber may be considered



equal to twentyfour inches (24") in width of a standard
absorption trench. The twentywo inch (22") chamber
may be considered equal to twestight inches (28") in
width of a standard absorption trench. The thioyr inch
(34") chamber may be considered equal to fonty
inches (42") in width of a standard absorption trench.

F. Installation of the chamber system shall be in
accordance ith this rule except:

() The installation shall be made in
accordance with the manuf ac
(1) The side walls of trenches placed in Group

IVa soils shall be raked to open pores which were
damaged or sealed during excavatiord an
(Il Chambers utilizing maximum sidewall
absorption features shall be installed per the
manufacturerés recommendat.i
upper soil horizons; and

G. A reduction of up to twentfive percent
(25%) in the size of the absorptidield may be allowed
based upon a soil morphology evaluation indicating the
feasibility of a reduction. However, as described in Table
6, the maximum loading rate provided for any particular
soil group must not be exceeded.

Table 6/ Loading Rate for Chamber Systems*

Soil Group Range for Chambers
(gpd/sq. ft.)
I 1.01.2
1 0.710.8
1 0.5 0.6
IVa 0.3 0.4
IVb Unsuitable
\/** 0.4/ 0.6

* Note: All application rates are for area of trench bottoms only.
** Note: No reduction is allowed for chambeystems in Group
V soils.

16. Dosing/alternating systems are encouraged,
especially in slowly permeable soil conditions.

17. The administrative authority may permit the use
of a bed system on sites where the minimum soil
permeability is a percolatiorate of fortyfive minutes per
inch (45 min./in.) and essentially meeting the other
requirements of this section, and only on lots which are
limited by topography, space or other site planning
considerations. In such cases the number of square feet of
bottom area needed shall be increased by fifty percent
(50%) over what would be required for a trench system.
Distribution lines shall be at least eighteen inches (18")
from the side of the bed and shall have lines on tfuee
(3" centers and care must ta&en to divert surface water
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away from the bed. When the design volume of sewage
exceeds six hundred gallons (600 gals.) per day, adequate
space shall be provided to accommodate a trench system
for the absorption field. There shall be no less than a two
foot (2) separation between the bed bottom and the
limiting layer or seasonal high water table.

(B) Possible modifications to standard absorption
systems which may be utilized to overcome selected soll
tandr site dimitations eand fmust bet appraved, by the
administrative authority include the following:

1. Shallow placement of absorption trenches shall
be utilized where insufficient depth to seasonally high or
perched water table or where insufficient soil thickness
prevents the placement of conventionatdbution lines
énrascordame witla this sedtian.eShallolw érenahes eshallobe
designed and constructed to provide a minimum of two
feet (2") of natural soil separation between the trench
bottom and the uppermost elevation of the seasonally high
or perched wer table and rock. Shallow trenches may be
constructed by placing the top of the gravel at original
ground level and covering the absorption field with loamy
soil, (sandy loam, loam, clay loam, silt loam or silty clay
loam) to a depth of eight to twelvadhes (812") at the
center. The cover over the absorption field shall extend at
least five feet (5') beyond the edge of any trench and have
a turf grass cover established immediately after
construction. If an area is to be filled and the trenches
construted in the fill with the bottom of the trenches in at
least six inches (6") of natural soil, the following
procedures must be followed:

A. The fill material should be of a sandy texture
with a maximum clay content of twenty percent (20%).
The fill matefal should not be hauled or worked wet. The
area to be filled must be protected from traffic and small
brush and trees removed prior to placement;

B. The soil surface must be loosened with a
cultivator or garden plow. This work must be done when
the sol is dry;

C. The fill is moved onto the site without driving
on the loosened soil. The fill material is then tilled into the
natural soil to create a gradual boundary between the two
(2). The remaining fill is then added in layers until the
desired heit is obtained with each layer being tilled into
the preceding layer; and

D. The site is then shaped to shed water and fill
all low spots before the absorption system is installed.
After installation of the absorption system, the site must
have a turf cass cover established as soon as possible;

2. Alternating dual field absorption systems may be
utilized where soils are limited by high clogging
potentials, percolation rates slower than sixty minutes per
inch (60 min./in.) or high shrink/swell potentisoils and
where the potential for malfunction and need for
immediate repair is required. Alternating dual field
absorption systems shall be designed with two (2)
complete absorption fields, each sized a minimum of



seventyfive percent (75%) of the totalrea required for a
single field and separated by an effluent flow diversion
valve. The diversion valve shall be constructed to resist
five hundred pounds (500 Ibs.) crushing strength,
structurally sound and shall be resistant to corrosion. A
valve placedbelow ground level shall be constructed so
that it may be operated from the ground surface; and

3. Sandlined trenches may be used in areas where
the soil has greater than fifty percent (50%) rock fragments
and there are severe geological limitations.r Fa
maximum loading rate of fortfive hundredths gallons per
day per square foot (.45 gpd/sq. ft.) or a minimum of two
hundred sixtyfive square feet per bedroom (265 sq.
ft./bedroom), the sand is not required to meet the
requirements for intermittent sanfilters. The material
must be natural or manufactured sand and have no more
than fifteen percent (15%) clay content. Manufactured
sand shall be chat, fines manufactured from igneous rocks
or chert gravel or manufactured from crushed glass.
Crushed limesbne is not acceptableFor higher loading
rates, the sand must meet the requirements for an
intermittent sand filter.

A. In standard fouinch (4") pipe and gravel
trenches, the depth of liner material must be twelve inches
(12") below the gravel and &ast six inches (6") on the
sides of the gravel up to the top of the gravel. To place
sand on the sides of the trenches, the trench walls must be
excavated on a slope instead of vertically. The side slopes
should be two horizontal to one vertical (2:I)dain no
case steeper than one horizontal to one vertical (1:1).

B. In gravelless pipe systems the minimum
thickness of liner material is six inches (6") around the
pipe.

C. The effluent to sanlined systems in areas of
potential groundwater contandtion should be equally
distributed as much as practically possible. Serial and
drop-box systems shall not be used. As a minimum, a
distribution box shall be used to evenly distribute the
effluent to the trenches. Dosing is recommended in order
to more paitively assure even distribution.

D. The sandined trenches may be used, with the
approval of the administrative authority, where the
percentage of rock fragments is less than seventy percent
(70%) for at least four feet (4") below the trench bottom.
For sandined trenches to function properly, the
permeability of the natural material should be similar to
the permeability of the liner material. Salivted trenches
must not be used over fragipans or other restrictive layers
which have potential to pdnovater tables and could cause
saturation of the liner material.

(6) Alternative Systems.

(A) General. The intent of this section is to provide
minimum standards for the design, location, installation,
use and maintenance of alternative sewage disposal
systems in areas of limiting soil characteristics, where a
standard system cannot be installed or a standard system is
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not the most suitable treatment. Where these systems are
employed, they shall comply with all local codes and
ordinances and should be gdi to timely inspections to
assure adherence to specifications. These systems, except
for wastewater stabilization ponds, shall be designed and
stamped by a licensed engineer. All absorption systems
should have curtain drains, terraces or use of otber f
diversion methods to minimize surface or ground water
from loading the absorption field.

(B) Adoption and Use. Where this rule is administered
by an administrative authority, those administrative
authorities may adopt this section in whole or in @at
part of a local code or ordinance. Further, nothing in this
rule or section shall require any administrative authority to
allow the installation of any system in this section.

(C) Low Pressure Pipe (LPP) System. A low pressure,
two- to four-foot (2 4") pressure head, pipe system may be
utilized where soil and site conditions prohibit the
installation of a conventional or modified septic tank
system due to the presence of shallow soil conditions,
seasonally high water table conditions and slow soil
pemeability. The administrative authority may permit the
use of a LPP system where there are cherty clay soils,
severe geological limitations or both. The separation
distance in these areas of concern for groundwater
between the trench bottoms and bedrocklidbe at least
four feet (4") or more. The administrative authority may
require that the hydraulic design of LPP systems be
designed by an engineer. The administrative authority may
also require the LPP trenches to be simed if the soils
have severelydiminished treatment capability due to
excessive rock content. The amount of rock fragments
shall be less than fifty percent (50%) and in no case more
than seventy percent (70%), unless the trenches are lined
with sand.

1. The LPP shall consist of thellbwing basic
components:

A. A network of one to twoinch (1i2")
diameter perforated PVC, one hundred sixty pounds per
square inch (160 Ibs./sg. in.) pipe or equivalent placed in
natural soil at shallow depths, generally no more than
twelve inches (19, in narrow trenches not less than eight
inches (8") in width and spaced not less than five feet (5
on center. Trenches shall include at least five inches (5")
of pea gravel, if available; or if necessary, no less than
threequarter inch (3/4") crushestonebelow the pipe and
two inches (2") above the pipe; and four inches (4") of soil
cover. The holes in the perforated pipe should be spaced
from two feet (2") to no more than eight feet (8). The
minimum hole size is five thirtgeconds inch (5/32");

B. A properly designed, two (Zompartment
septic tank or other approved pretreatment system and a
pumping or dosing tank. The pumping or dosing tsiml|
be a minimum of five hundred gallons (500 gals.) or have
the capacity t o abowthepummoa

(1)



level, whichever is greater. The tank shall be provided
with a filter or screen capable of preventing the passage of
suspended solids to the soil absorption system;

C. A submersible sewage effluent pumpt(a
sump pump) with approte on/off controls for
controlled dosing and a high water alarm or other
approved pressure dosing and distribution system; and

D. A watertight supply manifold pipe for
conveying effluent from the pump to the low pressure
network.

2. The soil and sit criteria for low pressure pipe
systems shall meet the following minimum requirements:

A. LPP absorption fieldshall not be installed on
slopes in excess of ten percent (10%). LPP absorption
fields may be installed on slopes greater than ten percent
(10%), but require special design procedures to assure
proper distribution of effluent over the absorption field;

B. There shall be at least tweffyur inches
(24" of separation between the naturally occurring soil
surface and bedrock, watenpeding brmation,
seasonally high water table or evidence of chroma 2
mottles. This twentfour-inch (24") depth shall consist of
permeable soils with percolation rates less than or equal to
sixty minutes per inch (60 min./in.) or be classified as
SUITABLE or PROMSIONALLY SUITABLE in
accordance with section (7) of this rule. The bottom of
percolation test holes must be dug or bored to the bottom
of the proposed trenches. The bottom of the proposed
trenches must be located a minimum of one foot (1') above
rock, waer-impeding formation, seasonally high water
table or where there is evidence of chroma 2 mottles. In
areas where there are severe geological limitations and the
soils have a high chert content, the bottom of the proposed
trenches shall be at least fourefe(4') above bedrock
unless an evaluation by a registered geologist determines
that the separation distance may be reduced,;

C. Components of the LPP shall not be located in
depressions or areas subject to frequent flooding. Surface
water, perched grouhwater and other subsurface lateral
water movement shall be intercepted or diverted away
from all components of the LPP. Final shape of the LPP
distribution field shall be such that rainwater or runoff is
shed;

D. Location of the septic tank, pumping o
dosing chamber and LPP absorption field is subject to the
same horizontal setbacks specified in subsection (1)(D) of
this rule. Horizontal setback distances in Table 1 shall be
measured in the LPP absorption field from a margin of two
and onehalf feet @ 1/2") beyond the lateral and manifold
pipes;

E. An area that is at least equal in size to the LPP
distribution field area plus a two and ehalf foot (2 1/2")
margin beyond the lateral and manifold pipes and which
meets all other site and soil crigeshall be set aside for a
replacement field; and
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F. There shall be no soil disturbance to an
approved site for an LPP system except the minimum
required for installation.

3. The following application rates shall be used in
determining the maximum pfication rate for low
pressure pipe systems:

A. In calculating the number of square feet for
the absorption field (not square footage of trench bottom),
the design sewage flow shall be divided by the application
rate from Table 7. The lateral lines BHeave a minimum
spacing of five feet (5 on centers within the areas
calculated for the absorption field area; and

Table 7i Loading Rates

Percolation| Loading Rates | Loading
Rate Absorption Area Rate*
(min.in.) | (sq. ft./bedroom) (gd./sq. ft.)
<10** 200 0.6
11-30 300 0.4
31-45 400 0.3
46-60 600 0.2

* Gallons of sewage tank effluent per day per square foot of
total area.

** |In areas where tire are severe geological limitations and the
soils consist of very gravelly soils of thiffijve or greater
percmt (O 35%) gravels by
tenths gallons per day per square foot (0.2 gpd/sg. ft.) should
be used even when the percolation rate would indicate a
higher loading.

B. The systems shall be designed so that the
discharge from anone (1) lateral line does not vary more
than ten percent (10%) from the other laterals. All laterals
shall have an envelope of trench rock surrounding the
pipe. The trench rock shall be placed to a minimum depth
of four inches (4") below the pipe and tvilaches (2")
above the pipe.

4. Design of the LPP shall comply with accepted
practices and be specifically approved by the
administrative authority. The system shall be designed and
bear the seal of a Missouri registered engineer.

(D) Wastewater Stabilation Ponds (Lagoon). A waste
stabilization pond can provide satisfactory sewage disposal
in rural areas where soils are not suited for absorption
systems. Single residence wastewater stabilization ponds
are not generally suitable in subdivisions witltsldess
than three (3) acres in size. No more than one (1) single
family residence will be allowed on one (1) stabilization
pond.

vol ume,



1. The following minimum separation distances
may be modified as necessary to accommodate site
requirements or local codes:

A. The pond shall be located a minimum of
seventyfive feet (75") from property lines as measured
from the adjoining pond shoreline. However, this distance
must be increased where necessary to be sure that all
effluent is disposed upon the property fromhich it
originated;

B. The pond shall be located a minimum of two
hundred feet (200") from the nearest existing residence and
a minimum of one hundred feet (100") from the residence
that it serves;

C. The pond shall be located at least one hundred
feet (100") from a potable water supply or pump suction
line; and

D. The pond shall be located at least fifty feet
(50" from a stream, water course, lake or impoundment.

2. Ponds may be utlized when there are no
significant limitations related to gundwater from their
use and the soils have been demonstrated to be very slowly
permeable such as percolation rates slower than one
hundred twenty minutes per inch (120 min./in.). There
shall be either a minimum separation distance between the
pond bottomand creviced bedrock of three feet (3") or
installation of a clay liner with a minimum thickness of
one foot (1) or a synthetic liner, either of which must be
acceptable to the administrative authority. Percolation
losses from the pond shall not exceede-eighth inch
(1/8M) per day to prevent groundwater contamination or
nuisance conditions. Site modifications may be
accomplished to provide these soil requirements. In areas
of severe geological limitations, restrictive layers such as
fragipans shall be minimum of twelve inches (12") thick
and shall not be breached during construction.

3. Steeply sloping areas should be avoided.

4. Selection of the pond site should consider a clear
sweep of the surrounding area by prevailing winds. Heavy
timber shouldbe removed for a distance of fifty feet (50"
from the waterds edge to
shading.

5. The administrative authority may require that a
properly sized and constructed septic tank or aeration unit
precede the pond. If irrigatioof the effluent is required to
maintain the wastewater on the property from which it
originated, a septic tank or aeration unit should precede the
pond. The use of a septic tank or aeration unit should not
be used as a basis for reduction of thebsekdistances as
set forth in subparagraphs (6)(D)1.B. of this rule.

6. The pond shall be designed on the basis of four
hundred forty square feet (440 sq. ft.) of water surface area
per bedroom at the thrdeot (3") operating level. This
square footagenay be reduced by a maximum of twenty
percent (20%) if a septic tank, aeration unit or other
pretreatment device precedes the pond. The minimum
water surface area at the thifeet (3') level shall be nine
hundred square feet (900 sq. ft.).
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7. A singlecell is generally acceptable for single
residence pond systems. If multiple cells are used for
further polishing or storing of the effluent, the secondary
cell should be ondalf (1/2) the size of the primary cell.

8. The minimum embankment top width Bhiae
four feet (4'). The embankment slopes shall not be steeper
than three to one (3:1) on the inner and outer slopes. Inner
embankment slopes shall not be flatter than four to one
(4:1). Outer embankment slopes shall be sufficient to
prevent the entrancef surface water into the pond.
Freeboard shall be at least eighteen inches (18") and
preferably twentyfour inches (24"). Additional freeboard
may be provided.

9. To minimize erosion and facilitate weed control,
embankments shall be seeded with a lgchhrdy grass
from the outside toe to one foot (1') above the water line.
Alfalfa or similar longrooted crops which might interfere
with the structure of the embankment shall not be used.
Rip rap may be necessary under unusual conditions to
provide protetion of embankments from erosion.

10. The influent line shall be of a sound, durable
material of watertight construction of SDR 35 or greater.
The line shall have a minimum diameter of four inches
(4™ and be laid on a firm foundation at a minimumdgra
of oneeighth inch (1/8")per footfrom the point of entry
into the pond. The influent line shall discharge as far as
practical from the possible outlet side of the pond. A
cleanout or manhole should be provided in the influent line
near the pond embl&ment. From this point the line shall
either be laid to the inner toe of the embankment and then
on the bottom of the pond to the terminus point or the line
shall be supported and secured every five feet (5. A
concrete splash pad three feet (3") sgusrould be placed
under the terminus of the pipe. The elevation of the
cleanout or manhole bottom should be a minimum of six
inches (6") above the high water level in the pond.

11. The pond shall be shaped so there are no narrow
or elongated portiondRound, square or rectangular cells
are considered most desirable. Rectangular cells shall have
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islands, peninsulas or coves shall be permitted.
Embankments should be rounded at corners to minimize
accumtation of floating materials.

12. The floor of the pond shall be stripped of
vegetation and leveled to the proper elevation. Organic
material removed from the pond area shall not be used in
embankment construction. The wetted area of the pond
must be sdad to prevent excessive exfiltration. Seals
consisting of soils must be adequately compacted by the
construction equipment.

13. Embankments shall be constructed of
impervious materials and compacted sufficiently to form a
stable structure with very lig settlement.

14. Any effluent should be withdrawn from six
inches (6") below the water surface. This can be
accomplished by placing a tee on the inlet end of the pipe



or by placing the outlet pipe eight to ten inchesl(B)
lower on the inlet end thahe outlet end of the pipe.

15. The pond area shall be enclosed with a fence
conforming to the following conditions:

A. The fence shall be at least four feet (4') in
height;

B. The fence shall be welded, woven or chain
link material with no sm#ér than fourteen gauge (14 ga.)
wire. Cattle or hog panels can be substituted with a tee
post being used for a line post;

C. Fence posts shall be pressueated wood,
galvanized and/or painted steel. Fence posts shall be
driven, tamped or set irobacrete. Line posts should be at
least eighteen inches (18") deep and shall be spaced no
more than ten feet (10") apart. Corner posts should be at
least twentyfour inches (24") deep and shall be properly
braced;

D. The fence shall be of sound coostion with
no gaps or openings along the bottom;

E. The fence shall be no closer than the center of
the berm to the
operating level. Fence skeacks should not exceed thirty
feet (30'") from the waterés

F. A properly hinged four foot (4" high gate or
comparable materials shall be installed and provided with
an effective latching device. The gate should be tsitty
to forty-eight inches (3@18") in width to accommodate
maintenance and mowing equipntieand

G. The fence must be completed prior to
occupancy of the dwelling.

16. Effluent from a pond must be disposed of on the
property from which it originated. This may be
accomplished by locating the outlet as far as practical from
the property e and out of any natural drainage ditches or
swales. The minimum distance from the outlet to a
property line shall be one hundred feet (100"). Another
method is to construct a terraced swale with a minimum
length of one hundred fifty feet (150"). If thesethods are
unsuccessful, or whenever there is less than twelve inches
(12") of permeable soil over a restrictive layer, controlled
surface irrigation must be used. To utilize controlled
surface irrigation, the pond must be capable of operating
up to fivefeet (5') deep with one foot (1') of freeboard or
have a second cell for storage. The administrative
authority shall approve the method of effluent disposal.

17. It may be necessary to introduce water into the
pond to facilitate starip of the biologial processes,
however, there shall be no permanent connection of any
roof drain, footing drain or any source of rainwater to the
wastewater stabilization pond.

18. Odor problems caused by spring turnover of
water, temporary overloading, ice cover, atniesp
conditions or anaerobic conditions may be controlled by
broadcasting sodium or ammonium nitrate over the surface
of the pond. In general, the amount of sodium or
ammonium nitrate should not exceed two pounds (2 Ibs.)
per day until the odor dissipates
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(E) Elevated Sand Mounds. Elevated sand mounds may
be considered whenever site conditions preclude the use of
absorption trenches. The construction of a mound shall be
initiated only after a site evaluation has been made and
landscaping, dwelling placemt, effect on surface
drainage and general topography have been considered.
Due to the nature of this alternative system,
actual selection of mound location, size of mound and
construction techniques must be carefully considered and
the criteria establieed in this rule implicitly followed. A
setback distance of fifty feet (50" from the downslope
property line is recommended.

1. Elevated sand mounds shall not be utilized on
soils where the high ground water level as evidenced by
mottling, bedrock oother strata having a percolation rate
slower than one hundred twenty minutes per inch (120
min./in.) occurs within twentjour inches (24") of natural
grade. Up to four feet (4") of soil thickness over bedrock
may be required in areas where there is aifspgnt
potential for groundwater contamination. Mounds shall be
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soils.
e d @.ettevated sand mounds are subject to the setback
distances required in subsection (1)(D) of this rule.

3. The fill materialfrom the natural soil plowed
surface to the top of the rodkled bed shall be sand,
loamy sand or sandy loam. Loading rates on the sand fill
shall not exceed the values in Table 8.

Table 8 Recommended Loading Rates
for Soil Textures Suited to Use as
Fill in a Mound System

Texture Loading Rate
(gal./sq. ft./day)
Medium to
coarse sand 1.2
Fine sand 1.0
Loamy sand 0.8
Sandy loam 0.6

Note: Rock fragments larger than osixteenth inch
(1/126") shall not exceed fifteen percent (15%) by
volume d the material used for sandy fill.

4. There shall be a minimum of one foot (1" of fill
material and two feet (2') of naturally occurring soils
between the bottom of the trench rock and the highest
elevation of the limiting conditions as defined inggnaph
(6)(E)1. of this rule.

5. Whenever possible, mounds should be located on
flat areas or crests of slopes. Mounds should not be located
on natural slopes of more than six percent (6%) if the
percolation rate is slower than sixty minutes per inch (60
min./in.) to a depth of at least tweriyur inches (24")



below the sand layer. Mounds may be located on slopes up
to a maximum of twelve percent (12%) if the soil
percolation rate is faster than sixty minutes per inch (60
min./in.) to a depth of twentfour inches (24") below the
sand layer.

6. In no case shall the width of the trench rock in a
single bed exceed ten feet (10').

7. The required bottom area of the trenches or bed
and the effective basal area of the mound shall be based on
one hundred tenty gallons per bedroom per day (120
gals./pbd). The basal area of the mound shall have the
minimum area as shown in Table 9.

Table 9 Loading Rate

Loading Rate
Percolation Rate| of Basal Area
(min./in.) (gpd/sq. ft.)
1i 30 1.2
3145 0.75
461 60 0.5
611 120 0.25

8. The area of sand fill shall extend beyond the
basal area and the sides shaped to a three to one (3:1) or
four to one (4:1) slope. The sand fill shall be covered with
six inches (6") of fine textured soil and a final cap of six
inches (6") of good topsoil applied. Also the mound shall
be seeded with a hardy grass to establish a turf grass cover
as soon as possible. No shrubs shall be planted on the top
of the mound. Shrubs may be placed at the foot and side
slopes of the mound.

9. The land area fifty feet (50') down slope of the
elevated sand mound is the effluent dispersal area and the
soil in this area may not be removed or disturbed.

10. Dosing shall be required for all elevated sand
mounds. The mound shall be dosed not ntbam two (2)
times per day. The size of the dosing pump shall be
selected to maintain a minimum pressure of one pound per
square inch (1 psi), two and thremnths feet (2.3") of head,
at the end of each distribution line.

A. Perforation holes and holgpacing shall be
determined to insure equal distribution of the effluent
throughout the bed or trenches.

B. The perforated pipe laterals shall be connected
to a twainch (2") diameter manifold pipe with the ends
capped. The laterals shall be spacedarther than forty
inches (40") on center and no farther than twenty inches
(20") from the edge of the trench rock. The perforated pipe
laterals shall be installed level with the perforations
downward. There shall be a minimum of nine inches (9")
of trenchrock below the laterals and two inches (2") above
the laterals. The material used to cover the trench rock
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shall be untreated building paper, six inches (6") of
compacted straw and three and -twaéf inch (3 1/2")
unbacked fiberglass insulation or a geadite.

C. The manifold pipe shall be connected to the
supply pipe from the pump. The manifold shall be sloped
toward the supply pipe from the pump. Antibackflow
valves are prohibited in the pump discharge line. The
pump discharge line shall be gradeg&mit gravity flow
to the absorption area or back to the dosing tank. Proper
air relief and antsiphon devices shall be installed in the
piping to prevent siphoning of effluent from the dosing
tank or from the mound.

11. Prior to preparing the arealected for the
mound, above ground vegetation must be closely cut and
removed from the ground surface. Prior to plowing, the
dosing pump discharge line shall be installed from the
pump chamber to the point of connection with the
distribution manifold. Thearea shall then be plowed to a
depth of seven to eight inches 87) parallel to the land
contour with the plow throwing the soil upslope to provide
a proper interface between the fill and natural soils. A
rubbertired tractor may be used for plowing batno case
shall a rubbetired tractor be used after the surface
preparation is completed. Tree stumps should be cut flush
with the surface and the roots should not be pulled. The
soil shall be plowed only when the moisture content of a
fragment eight inces (8") below the surface is below the
plastic limit.

12. Mound construction shall proceed immediately
after surface preparation is completed.

A. A minimum of twelve inches (12") of sand fill
shall be placed where the trench rock is to be located. A
crawler tractor with a blade shall be used to move the sand
into place. At least six inches (6") of sand shall be kept
beneath equipment to minimize compaction of the plowed
layer. The sand layer upon which the trench rock is to be
placed shall be level.

B. After hand leveling of the trench rock, the
distribution system shall be placed and the pipes covered
with two inches (2") of rock. After installation of the
distribution system, the entire mound is to be covered with
topsoil native to the area. Thentee mound shall be
crowned by providing twelve inches (12") of topsoil on the
side slopes with a minimum of eighteen inches (18") over
the center of the mound. The entire mound shall then have
a turf grass cover established to assure stability of the
installation.

C. The area surrounding the elevated sand
mound shall be graded to provide diversion of surface
runoff waters.

(F) Holding Tanks. The use of holding tanks is
generally discouraged and their interim use should be
limited to situations whereconstruction of satisfactory
sewage treatment and disposal systems will occur within
one (1) year. Use of a holding tank must be specifically
approved by the administrative authority on a dagease



basis which may require stipulations in a signed ages¢m
regarding the use and the length of time for use of the
holding tank.

1. A holding tank shall be constructed of the
materials and by the same procedures as those specified
for watertight septic tanks.

2. A cleanout pipe of at least six inches (6")
diameter shall extend to the ground surface and be
provided with seals to prevent odor and exclude insects
and vermin. A manhole of at least twenty inches (20")
least dimension shall extend through the cover to a point
within twelve inches (12") but no der than six inches
(6") below finished grade. The manhole cover shall be
covered with at least six inches (6") of earth.

3. The tank shall be protected against flotation
under high water table conditions. This shall be achieved
by weight of the tank, eth anchors or shallow bury
depths.

4. For a residence, the size shall be one thousand
gallons (1000 gals.) or four hundred gallons (400 gals.)
times the number of bedrooms, whichever is greater. For
permanent structures, other than residences, the ittapac
shall be based on measured flow rates or estimated flow
rates. The tank capacity shall be at least five (5) times the
daily flow rate.

5. Holding tanks shall be located as follows:

A. In an area readily accessible to the pump truck
under all weatér conditions;

B. As specified for septic tanks in Table 1 set
forth in subsection (1)(D) of this rule; and

C. Where accidental spillage during pumpage
will not create a nuisance.

6. A contract for disposal and treatment of the
sewage wastes shdle maintained by the owner with a
pumper, municipality, agency or firm which possesses a
current and valid permit issued by the Department of
Natural Resources for such activity.

7. Holding tanks shall be monitored to minimize the
chance of accidental wage overflows. Techniques such
as visual observation, warning lights or bells, or regularly
scheduled pumping shall be used. For commercial
establishments, a positive warning system shall be
installed which allows twentfive percent (25%) reserve
capaciy after actuation.

8. Holding tanks wused in conjunction with
permanent black water/gray water systems must conform
to the requirements of this section except that the
minimum size tank is one thousand gallons (1000 gals.). In
these situations, the holdjriank is to receive toilet wastes
only.
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(G) Sand Filters. Septic tanks or aeration units and sand
filters may be used along with soil absorption systems in
soils with percolation rates between sixty and one hundred
twenty minutes per inch (6@20 min.in.). These systems
must be specifically approved by the administrative
authority.

1. The septic tank and aeration units must be in
accordance with section (4) of this rule. Setback distances
as shown in Table 1 and as specified in subsection (1)(D)
of this rule shall apply except that the minimum distance
to the downslope property line should be fifty feet (50").

2. The following shall apply to gravity flow sand
filter systems:

A. All piping in a sand filter shall be four inch
(4") polyvinyl chloride (PVC). Perforated pipe should be
used for distribution and collection lines;

B. All sand filters shall be dosed at two (2) times
per day. Dosing shall provide uniform distribution of
wastewater throughout the filter cressction and allow
time for reaeration of the pore spaces to occur. Dosing
may be accomplished by either pumps or siphons;

C. Effluent from filter underdrains must be
collected and disposed of properly. Effluent shall not
di scharge off the ownerés

D. Buried sand fikers shall be in conformance
with Table 10 of this rule. One (1) collector line shall be
provided for every six feet (6" of bed width, with a
minimum of two (2) collector lines per bed. The collector
lines shall have a minimum grade of one percent (1%).

() Distribution lines shall be level and spaced
a maximum of three feet (3") apart. Each distribution line
must be vented (downstream end) or connected to a
common vent. Vents should extend at least twelve inches
(12") above the ground surface with thetlet screened or
capped (perforated).

(1) Septic tank effluent shall be applied to the
filter through a distribution box. Buried filters shall be
dosed with a pump or siphon. The dosing volume shall be
sufficient to fill the pore spaces in the grht@a depth of
four inches (4"). For single bed filters receiving septic tank
effluent, the hydraulic loading rate shall not exceed one
gallon per day per square foot (1 gpd/sg. ft.) with a
maximum organic loading of one and thfeerrths pounds
(1 3/4 Is.) of biological oxygen demand (BOD) per day
per one thousand square feet (1000 sqg. ft.) of surface area.
Total surface area shall not be less than two hundred
square feet (200 sq. ft.); and

E. Open sand filters are similar to buried filters
with theexception that no soil backfill or gravel is used on
the top of the sand and the filter must be enclosed within
concrete walls or other substantially equivalent material.
Open sand filters shall be in conformance with Table 10.

proj



Table 10- Design Guidelires for Intermittent Sand Filters

Parameter Buried Filters Open Filters
Pretreatment Septic Tank Septic Tank
Setback Distance

Residences 50 ft. 200 ft.
Water Supplies 100 ft. 100 ft.
Backfill Depths 12-inch minimum
Distribution
Gravel 6" (3/4" 21 1/2") None
Pipe 4" PVC Perforated PVC or equivalent
Venting Down stream end

Dosing Frequency
Hydraulic Loading
Barrier Material

>2 per day

1.0 gpd/sq. ft.
3i 1/2 fiberglass; untreated
building paper (460 Ib.);

>2 per day
2i 5 gpd/sq. ft.

syntheticfabric; 8" straw None
Sand
Effective size 0.31.22 mm 0.31.22 mm
Uniformity coefficient <3.5 <3.5
Fines (<0.13 mm) <1% (by wt.) <1% (by wt.)
Depth 241 36" 241 36"

CollectorLines
Minimum Number
Slope
Gravel
Pea Gravel
Pipe

2/bed, 1 line per 6" width
1% minimum

4" overpipe; 3/42 1/2")
3" (1/83/8")

4" PVC Perforated

2/bed; 1 line per 6' width
1% minimum

4" overpipe (3/42 1/2")
3" (1/83/8")

4" PVC Perforated
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(1) Distribution of wastewater shall be applied
by pipes directly over the sand surface at the center of the
bed or at the four corners. Splash plates beneath points of
discharge must be used to prevent erosion of the sand.
Curbs aound the splash plates or large stones placed
around the periphery of the plate will help prevent
scouring. All exposed pipes shall slope to drain.

(1) Filter walls shall be concrete, masonry,
compacted clay, high density polyethylene plastic with a
minimum thickness of thirty (30) mil, or other material
acceptable to the administrative authorigyid extend six
inches (6") above the sand and six inches (6") above the
adjacent ground level.

(Il1) Dosing shall flood the bed to a depth of
two inches(2") with a hydraulic loading of two to five
gallons per day per square foof $2gpd/sq. ft.) (septic tank
effluent). Maximum organic loading is five and thirteen
hundredths pounds (5.13 Ibs.) of BOD per day per one
thousand square feet (1000 sq. ft.yofface area.

(IV) The filter may be covered to provide
protection against severe weather, prevent growth of weeds
and to keep children and animals out of the filter. Such
cover may include six inches (6") of clean one to two inch
(1-2") gravel, if sodesigned by an engineer as part of the
system. In such event, a vent for the system would not be
required if so determined by the engineer.

3. The following shall apply to pressure dosed sand
filter systems:

A. Conventional pressure dosed santefd use
an intermittent filter with two feet (2") or more of medium
sand designed to filter and biologically treat sewage tank
effluent from a pressure distribution system at an
application rate not to exceed one and twdivy
hundreths gallons per sqeafoot (1.25 gals./sqg. ft.) sand
surface area per day, applied at a dose not to exceed one
half gallon (1/2 gal.) per orifice per dose. These sand
filters may be buried or open.

B. Recirculating pressure dosed sand filters use a
recirculating filterwith two feet (2') or more of medium
filter media designed to filter and biologically treat sewage
tank effluent from a pressure distribution system at an
application rate not to exceed five gallons per square foot
(5 gals./sq. ft.) filter surface per dagpplied at a dose not
to exceed two gallons (2 gals.) per orifice per dose. These
sand filters shall be uncovered and open to the surface.

C. Minimum filter area for these filters shall be
as follows:

(I) Conventional pressure dosed sand filfers
single family residences shall be a minimum of three
hundred and sixty square feet (360 sq. ft.) in surface area
with a design sewage flow not to exceed six hundred
gallons (600 gals.). If sand filter design flows exceed an
average of four hundred arfifty gallons per day (450
gpd), the minimum sand surface will be based on one and
twenty-five hundredths gallons per day per square foot
(1.25 gpd/sq. ft.); and
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(1) Pressure dosed sand filters for commercial
facilities shall be sized on the basi$ projected daily
sewage flow. If the waste strength is proposed to be greater
than residential strength waste, pretreatment shall be
required which will reduce the biological oxygen demand
to levels not to exceed three hundred (300), total suspended
solids to levels not to exceed one hundfiftgt (150), and
oil and grease to levels not to exceed twdiwy (25). The
minimum sand surface will be based on two to five gallons
per day per square foot-8gpd/sq. ft.).

D. Design criteria shall includbe following:

() Sewage tanks shall be in accordance with
section (4) of this rule. Sdtack distances as shown in
Table 1 of subsection (1)(D) and as specified in subsection
(1)(E) of this rule shall apply, unless a variance has been
allowed by tle administrative authority. Tanks shall be
watertight and tested in the field. The test shall be
performed by filling the tank two inches (2") above the
riser inlet. At the end of the first twenfgur (24)}hour
period, the tank water level should befilled. After
another twentyfour (24)hour period, no more than one
inch (1") of water should have dropped from the original
reading. All sewage and pump tanks will be supplied with
vandatproof access risers to grade over the pump units.
Risers shoulchave a waterproof epoxy seal between the
tank and riser;

(I Pumping systems for a pressure dosed
sand filter system should provide pumping apparatus that is
capable of filtering gross solids larger than -@ghth inch
(1/8") and draw from the cleazone near the outlet side of
the sewage tank. This zone is described as the layer of
effluent between the sludge and scum layers of the sewage
tank. Pumps should be able to deliver adequate head
pressure to control orifice plugging. Pumps should be
made of a corrosive resistant material such as Type 316
stainless steel, suitable plastic, orB5-5 bronze. Screens
should have at least ten square feet (10 sq. ft.) of surface
area, with oneeighth inch (1/8") openings;

(Il1) Operation controls shdd be on a timer
dose that distributes the average daily flow over an
eighteen (18hour period. Recirculating filters will be set
to recirculate five (5) times the average daily flow over a
twenty-four (24)}hour period. Systems should be designed
with a high water alarm and light signal. Control panels
should be located on an exterior location. Control
operations should be located in an area available for
maintenance;

(IV)  Intermittent filter media shall be a
mixture of sand or durable inert patés with one hundred
percent (100%) passing the thigighths inch (3/8") sieve;
ninety to one hundred percent {200%) passing the No. 4
sieve; sixtytwo to one hundred percent (8P0%) passing
the No. 10 sieve; fortfive to eightytwo percent (482%)
passing the No. 16 sieve; twetftye to fifty-five percent
(25-55%) passing the No. 30 sieve; ten percent (10%) or
less passing the No. 60 sieve; four percent (4%) or less
passing the No. 100 sieve; or sand meeting the AET3B



concrete sand specifitan minus four percent (4%) or less
passing the No. 100 sieve. All drainage rock should be a
river washed, hardened and weathered rock. The treatment
media will be two inches (2") deep and of a coarse media
with an effective size of one and ohalf to three
millimeters (1 1/23 mm) and a uniformity coefficient of
less than two (2). Limestone or dolomite is not acceptable
for drainage rock;

(V) Recirculating filter media shall be a
mixture of sand or durable inert particles with one hundred
percent(100%) passing the thrasghths inch (3/8") sieve;
seventynine to one hundred percent {60%) passing the
No. 4 sieve; eight to ninetiyvo percent (82%) passing
the No. 8 sieve; zero to fifteen percentl®o) passing the
No. 30 sieve; zero to onement (01%) passing the No. 50
sieve. All drainage rock should be a river washed,
hardened and weathered rock. The treatment media will be
two inches (2") deep and of a coarse media with an
effective size of one and oimalf to three millimeters (1
1/2-3 mm) and a uniformity coefficient of less than two (2).
Limestone or dolomite is not acceptable for drainage rock;
and

(Vl) Container designs may be concrete
containers consisting of watertight walls and floors to
prevent groundwater from infiltratg or effluent from
exfiltrating from the filter. All penetrations through the
walls shall be watetight. Containers may also consist of a
thirty (30) mil polyvinyl chloride liner covering the sand
filter bottom and side wall areas. Polyvinyl chlorideers
should be supplied with repair kits and boots for passage
through the liner wall. The bottom area of the liner should
be bedded in two inches (2") of leveling sand. The liner
should be constructed to form a waterproof membrance
between the trendhottom and trench walls. The polyvinyl
liner should incorporate all seams to be a chemically or
heat bonded waterproof seam.

E. The filter design criteria shall include the
following:

() The interior base of the filter container
shall be level bconstructed at a grade of one percent (1%)
or less to the underdrain pipe elevation;

(I The underdrain piping shall consist of a
pipe with onefourth inch (1/4") grooves cut every four
inches (4") along the pipe length to a depth of-bak
(1/2) of the pipe diameter. The bottom of the filter
container shall be covered with a minimum of six inches
(6") of drain media. The underdrain pipe shall be
enveloped in an amount and depth of drainage rock to
prevent migration of the underdrain media inte pipe
perforations;

(1 A minimum of twentyfour inches (24")
of approved filter media shall be installed over the
underdrain media. The media shall be damp at the time of
installation to insure compaction of the media. The top
surface of the mdia shall be level;

(IV) There shall be a minimum of three inches
(3") of clean drain media below the distribution laterals,
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and sufficient media above the laterals equal to or covering
the orifice shields and/or pipe;

(V) Distribution laterals shall be evenly
spaced on minimum, thirty inch (30") centers. Orifices
shall be placed such that there is one (1) orifice or more on
average per six square feet (6 sq. ft.) of sand surface.
Orifice holes shall be oreighth inch (1/8") in diameter.
The diameter of the piping manifold and lateral shall be no
less than ondalf inch (1/2"). The ends of the distribution
laterals should be constructed with a means to perform
flushing of the piping, collectively or individually, through
the operation of atishing valve. The flushed effluent may
be discharged to the sand filter;

(VI) The top of the intermittent media in
which the pressure distribution system is installed shall be
covered with a breathable nylon or polypropylene spun
filter fabric rated at eightyfive hundredths ounce per
square yard (0.85 0z./sg. yd.) to eliminate soil intrusion into
the filter media. Recirculating filters shall be ogepped,;

(VIl) The top of the intermittent sand filter
area shall be backfilled with a soil coydree of rocks,
vegetation, wood waste, etc. The soil cover shall have a
textural class of loamy sand. The soil cover shall have a
minimum depth of six inches (6") and a maximum depth of
twelve inches (12"). Intermittent sand filters designs may
deletesoil cover and incorporate three to six inche$'(3
of a quality cypress or cedar mulch over the entire filter
area,;

(VII) Where the effluent from a sand filter is
to be discharged via a pump, the pump and related
apparatus shall be housed in andal resistant vault
designed to withstand the stresses placed upon it and not
allow the migration of drain media, sand or underdrain
media to its interior. The vault shall have a durable, affixed
floor. The vault shall provide watertight access to the
finished grade with a diameter equal to that of a gravity
discharge sand filter. The depth of the underdrain and the
operational level of the pump cycle and alarm shall not
allow effluent to come within two inches (2") of the bottom
of the sand filter medi The pump off level shall be no
lower than the invert of the perforations of the underdrain
piping. The internal sand filter pump shall be electrically
linked to the sand filter dosing apparatus in such a manner
as to prevent effluent from entering thand filter in event
the internal sand filter pump fails; and

(IX) Other sand filters which vary in design
from those described in this rule may be authorized by the
administrative authority if they can be demonstrated to
produce a comparable efflueguality.

F. Effluent from these sand filters may discharge
to the ground surface, provided the effluent is maintained
on t he ownher 6s property
distances are maintained:

(I) The discharge shall be a minimum of one
hunded feet (100" from private water supply wells; one
hundredfifty feet (150" from unplugged abandoned wells
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or wells with less than eighty feet (80") of casing; and three and filled with emergent aquatic plants. Jhiype of
hundred feet (300" from public water supply wells; wetland shall not be allowed.

(I) The discharge shalledba minimum of one 2. Submerged flow wetlands are similar to free water
hundred feet (100" from springs; five hundred feet (500")  surface wetlands except that the channels are filled with
from the edge of surficial sink holes; fifty feet (50" from a shallow depths of rock, gravel or sand. The depth of the

classified stream; and twenfive feet (25" from a stream porous media is usually less than eighteerhiacs ( 18 0)
or open ditch; and The porous media supports the root systems of the
(I  The discharge shall be minimum of emergent aquatic vegetation. The water level is to be
seventyfive feet (75') from property lines. maintained below the top of the porous media so that there
G. If effluent can not meet the minimum is no open water surface.
separation distances as described in subparagraph 3. The surface area of wetlands shall be determined

(6)(G)2.F., then the effluent must be disposed of into a soil by using the following equation:

absorption system. The required footage tbé soil As=[Q(in Co' In Ce)l/(kT x f x d)

absorption system may be reduced by up tetbird (1/3) where: Ag = wetland surface area, sq. ft.

of that required for a conventional soil absorption system. — dailv fi e tland ft/d

Shallow bury designs should be utilized whenever possible Q = daily flow rate pwe .an » CU. TL/day
([gallons/day] + 7.5);

t hieve th t rption rates. : .
0 achieve the best absorption rates Co= influent BOD; concentration, mg/L;

(H) Drip Soil Absorption. Dripsoil absorption also Ce = effluent BOD; concentration, mg/L;
known as trickle irrigation may be approved by the kTt =temperature dependent rate constant,
administrative authority in accordance with section (6) of per day;
this rule. Due to the various pretreatment methods and d = water depth in wetland, ft; and
appurtenances and lack of extensive experience, drip soil f = void fraction of rock media, decimal.
absorptionsystems must be viewed as experimental, and
backup design for another system shall be approved in 4. After a surface area has been determined, a-cross
case of failure of the drip soil absorption system. sectional area shall be calcigd against hydraulic loading

1. Drlp lines shall be plaCEd two feet (2I) apart in a by using the fo"owing equation:
parallel arrangement. Emitters shall be plagedhie drip Ah=Q/(Khx S)
lines every two feet (2") so there will be a tfeot by two

foot (26x2') grid pattern. d\{h‘?{eé'%h :Ccrgsfrt?s]ecltio&ﬂ §reaal(hyd6aHlig Ioagirqu)d spaci
sq. ft.;

of the drip line and emitters may be used; however, each

emitter will be considered to cover four square feet (4 sq. Kh = hydraulic conductivity of rock media,
ft.)of absorption area. ft./day*; and

2. The application rate shall not exceed the values as S = slope of wetland bottom, decimai.*
shown in Table 7 for low pressure pipe systems in *A value of eight hundred feet per day (800
subparagraph (6)(C)3.A of this rule. ft/day) may be wused for the hydraulic

3. Drip soil absorption systems may be allowed at conductivity for rock of
sites where the soil is classified as lgein group IVb. A ** Values for slope should range between twenty
minimum separation distance of twelve inches (12") shall five hundredths and one percent (0.2%).
be maintained between the drip lines and emitters and a
high ground water table or other limiting condition. The 5. After the hydrauti loading has been determined,
maximum application rate for IVb soils shall be from five an organic loading shall be calculated using the following

hundredthsto onetenth gallons per day per square foot equation:
(0.050.10 gpd/sq. ft.) of absorption field. Ao = OGL/0.05

() Wetlands. Constructed wetlands provide secondary where:  Ag = crosssectional area (organic loading),

levels of treatment, which means that some form of sq. ft.; and _

pretreatment (septic tank, aeration tank, lagoon, etcst mu OGL = organic loading, Ibs BOgday.

be used prior to the wetland, as wetlands cannot withstand

large influxes of suspended solids. The pretreatment used 6. The larger of the two(2) calculations, the

must be capable of removing a large portion of these solids. hydraulic loading or the organic loading, shall be used to

Effluent from wetl ands must ddiesmine thehwettandrdiensians: Wetlands stowldnnet beé s

property with the ame seback distances as required for long and narrow.

lagoons in Table 1, located in subsection (1)(D) of this rule. 7. The width of the wetland shall be calculated by

1. Free water surface wetlands are shallow beds or dividing the larger crossectional area by theater depth.
channels with a depth less than twefitp ur i n c h e sThe calaulatgd width should not be less tharvibivel (1/3)

of the length (a length:width ratio of three to one (3:1)).
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Should it be necessary to construct a wetland with a ratio
greater than three to one (3:1), stepding along the
lengthof the wetland shall be considered.

8. The configuration of a wetland for an individual
home can be a one (1) cell or two (2) cells in series,
depending upon the soil properties at the site. Larger
systems may consist of multiple cells in parallel oresein
order to provide more management options.

A. Single cells may be used where there will be
no percolation of water through the bottom of the wetland.
Water movement properties of the soil at the wetland
construction site must be determined eithgr use of
properly performed percolation tests or a thorough soil
profile analysis performed by a qualified person meeting
the criteria of 19 CSR 20.3.080.

B. For soils with percolation rates of sixty
minutes per inch (60 min./in.) or less and wherelaggical
limitations are not severe, a two {&Il wetland may be
used. The first cell shall be lined, allowing no percolation.
The second cell may be unlined and filled with sand (not
rock) to promote some percolation from the bottom of the
wetland. Thesecond cell shall not be larger than the first
cell.

9. Crushed limestone or other rock with sharp edges
shall not be used for a porous media as this type of rock
will compact with time. Rock with rounded edges, such as
creek gravel, shall be used. Roohust be thoroughly
washed to remove fines which may cause plugging. Rock
substrate size should be
to be used around inlet and outlet pipes may be two to four

Perforated sewer pipe can be used for the headers. For
unperforated pipe, a one and émdf inch (1 1/ 20)
shall be drilled every twelve
Headers shall be placed at the bottom of the wetland on a
bed of rock and covered with two to fourinch4d ) r oc k.
A cleanout shall be placed before the influent header.

A. If effluent from the septic tank flows to the
wetland by gravity and there are parallel cells in the
wetland, a distribution box shall be placed ahead of the
wetland so that flow can be controlled to individual cells.

B. If effluent is pumped, the purimg rate shall
not exceed twentfive gallons per minute (25 gpm) and no
more than onghird (1/3) of the daily design flow shall be
pumped at one (1) time.

12. Water level in a wetland shall be controllable.
The range of control shall be from two inche 0 ) abov
the surface of the rock to complete draining of the wetland.
Maximum water level in the wetland shall be a minimum of

t welve inches (120) bel ow t he
that water does not back up into the septic tank.

A. To conveniatly check the water level relative
to the gravel sur face, a four

pipe may be placed in the bottom of the wetland, through
the channel embankment, and then elbowed up to the
elevation of the top of the channel.
B. Water leel control may be obtained by use of
swivel standpipes or collapsible tubing.
13. Surface water shall be kept out of the wetland.

0 n eThis may he a¢caniplished by aiveetingerunoff awdy ifrdme  r

the wetland or constructing an earthen berm around the

inches(2460) di ameter to reduce pvwetlardn Bernsd hallloghbéna@. nAN ntihmuene o f
tofourinch(34 o0) | ayer of washed p eaboveghe sufaed of thegpgroudneediau s e d

on top of t he one i nch (10) 14.Emergemt planes shdll ba seledted dy theaabilityy e
purposes. of the plants to: root and grow in the wastewatmk

10. All piping shall be SDR 35 sewer pipe, Schedule
40 polyvinyl chloride (PVC) DWV pipe, or material of
equivalent or stronger comgttion. Piping shall be a four
inch (40) diameter.

11. Influent shall be distributed and effluent
collected by header pipes running the width of the wetland.
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environment, treat wastewater to acceptable levels, produce
biomassin amounts that can be controlled and aesthetics.
Reference may be made to Tables 11 and 12 in selecting
desired plants.



Table 11- Plant Growth Data after one growing season

Wet Dry Root
Plant Species Weight Weight Top Dry | Root Dry | Top/Root Depth
Softstem Bulrush (Ibs./sq. ft.)| (Ibs./sq. ft.) (inches)
(Scirpus validus) 9.74 4.20 3.20 1.00 3.20 7.0
Horsetail
(Equisetum hyemale) 1.90 0.55 0.20 0.35 0.57 11.0
Water lIris
(Iris pseudacorus) 3.28 0.66 0.31 0.35 0.90 8.0
Pickerel Rush
(Pontederia cordata) 6.24 1.30 0.50 0.80 0.63 15.0
Arrowhead
(Sagittaria latifolia) 2.25 0.35 0.17 0.18 0.94 10.0
Cattails
(Typha latifolia) 7.89 3.00 1.90 1.10 1.73 8.0
Soft Rush
(Juncus effusus) 3.00 1.05 0.65 0.40 1.62 18.0
Flowering Rush
(Butomus umbellatus) 0.30 0.07 0.01 0.06 0.18 12.0
Table 12- Characteristics of Emergent Aquatic Plants
Bloom Type of Bloom Plant Growth Initial
Plant Species Date Bloom Color Height Pattern Spacing
Softstem Bulrush Oblong (inches) (feet)
(Scirpus valids) Juné July | Spikelets Gray 40i 60 Spreading 3
Horsetail Oblong
(Equisetum Julyi Aug. | Spikelets Brown 30i 40 Spreading 3
hyemale)
Water Iris White-
(Iris pseudacorus) | Mayi Aug. Flower Lt. Blue 10i 18 Bunches 2i 3
Pickerel Rish
(Pontederia Julyi Sept. Flower Purple 10i 18 Bunches 2
cordata)
Arrowhead Hanging Green
(Sagittaria latifolia) | Juné July Bulbs White 6i 10 Spreading 213
Cattails Oblong
(Typha latifolia) Mayi June Spike Brown 48 72 Spreading 3
Soft Rush
(Juncus effusus) Juné July Flower Brown 18130 Bunches 2
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(J) Privy. A privy will be allowed only under limited
conditions and will not be recognized as a method of
sewage disposal for a continuously occupied dwelling,
business or other structuek.privy will only be considered
for remote areas not served by a piped water source.
Examples of these areas may be a rural cemetery, a rural
church with a small congregation and where hamaghing
facilities are available, or a river access point prayidg
the Department of Conservation. Plans and construction of
a privy will need to meet the approval of the administrative
authority.

1. The privy shall be used to receive only human
excreta and toilet paper. The privy shall not be used as a
depositoryfor other wastes.

2. A pit shall be provided for the privy. The sides of
the pit shall be curbed to prevent cawelf the pit has an
earth bottom, the bottom
above saturated soil conditions. If this separation distance
cannot be achieved in the location of the privy, then the pit
shall be liquid tight.

3. The pit shall be periodically pumped out by
someone who services septic tank systems. At no time shall
the pit contents be allowed to accumulate to within one foot
1@6) of the pit top. The pit
and disposed into a community sewer system that is in
compliance with Chapter 644, RSMo.

4. Both the pit and the privy shall be vented. Insect
proof openings shall be placed in the wallsplethe seat.

A vent shall extend from the underside of the seat board
through the roof or up to a horizontal vent open to the sides
of the toilet. This vent must be flush with the underside of
the seat board and shall not extend down into the pit. All
vent openings to the outside shall be properly screened to
keep out insects. The top of the privy shall have a screened
opening on each side. It is preferable the opening be all the
way around the top of the privy in order to allow air to pass
through and to &rry away any odors which may seep into
the upper part of the structure. If a cresesgmped opening

is cut into the door or wall of the privy, it shall also be
screened.

5. The inside of the privy shall be of durable,
smooth, norabsorbent material. irood is used, the inside
of the structure shall be coated with a polyurethigpe
coating so as to minimize the penetration of liquids and
odors into the wood.

6. A tightfitting door, preferably with a selflosing
feature, such as a door spring, bal used.

7. A privy shall be set back from surface waters,
buildings, property lines and water supply wells the same
distance as required for soil treatment areas. This
information may be found in subsection (1)(D), Table 1 of
this rule.

8. The privyshall be of sufficient capacity for the
facility it serves, but shall have at least fifty cubic feet (50
cu. ft.) of capacity.

9. Abandoned pits shall have the contents removed,
transported and disposed into a community sewer system
that is in compliane with Chapter 644, RSMo. This
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s h detellioraté the public heblth and genetalhwelfare;

activity shall be performed by someone who services septic
tank systems. The pit shall then be filled with clean earth
and slightly mounded to allow for settling.

(K) Other Systems. Where unusual conditions exist,
special gstems of treatment and disposal, other than those
specifically mentioned in this rule, may be employed
provided

1. Reasonable assurance of performance of the
system is presented to the administrative authority;

2. The engineering design of the systésnfirst
approved by the administrative authority;

3. Adequate substantiating data indicate that the
effluent will not contaminate any drinking water supply,
groundwater used for drinking water or any surface water;

4. Treatment and disposal of the stes will not
feet

5. Discharge of effluent, if any, shall be within-set
back distances as described in Table 1, located in
subsection (1)(D) of this rule; and

6. These systems comply with all applicable
requirements of this rulewith all local codes and
ordinances, and all applicable requirements of sections
7@1®2670&.065 and Ghhptel 644, RIMe.n b e

(L) Variances. Variances may be considered and
granted by the administrative authority concerning repair to
on-site sewage disposal systems existing prior to January 1,
1996 with site limitations or for property platted prior to
January 1, 1996 with site limitations. Where variances have
been allowed from the standards, the administrative
authority may requirehiat a higher level of pretreatment
than that of a septic tank be provided. At the discretion of
the administrative authority and with relative assurance for
protection of the public health and preservation of the
quality of surface and ground waters, aages may be
allowed for the following:

1. Setbacks as specified in Table 1, located in
subsection (1)(D) of this rule;

2. Minimum distance between the infiltrative surface
and restrictive feature or bedrock;

3. Minimum areas for infiltrative surfaseas shown
in Table 5 (see (5)(A)4.), Table 6 (see (5)(A)16.C.), Table
7 (see (6)(C)3.A.), Table 8 (see (6)(E)3.), Table 9 (see
(6)(E)7.)and Tables 13 and 14 (see (7)(M)) of this rule;

4. A written application for a variance shall be
provided to the adinistrative authority and shafirovide
the following:

A. An explicit description explaining why the
requirements of this rule cannot be complied with,
including a description of specific sections of this rule for
which a variance is being requested;

B. A design of the proposed system. The design
shall show that as much soil absorption as is practically
possible will be installed;

C. The existing and maximum occupancy pattern
and the existing water usage records, if any;

(
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D. Potential impact,if any, on neighboring
property owners and the names and mailing addresses of
these property owners; and

E. Adequate substantiating data to indicate that
the effluent will not contaminate any drinking water
supply, groundwater used for drinking wateraoly surface
water;

5. These systems shall comply with all applicable
requirements of these standards except where variances
have been granted;

6. No variance will be granted for any system that
would result in noncompliance with Chapter 644, RSMo,
Missouri Clean Water law and subsequent rules:sitn
sewage disposal systems with a discharge, other than a
system serving a single family residence lot, must be
referred to the Department of Natural Resources and
comply with Chapter 644, RSMo, Missouri @he Water
law and subsequent rules;

7. If effluent can not meet the minimum separation
distances as described in Table 1 of subsection (1)(D), then
the effluent must be disposed of into a soil absorption
system. Seback distances for lagoons will bensidered
applicable to alternative systems. The required footage of
the soil absorption system following alternative systems
may be reduced by up to ctidrd (1/3) of that required for
a conventional soil absorption system. Shallow bury
designs shouldéutilized whenever possible to achieve the
best absorption rates;

8. All adjacent and/or affected property owners shall
be notified in writing by the administrative authority
whenever consideration for granting a variance is likely to
result in effluem crossing property lines. The party
requesting the variance shall be responsible for supplying
the names and addresses of all adjacent and/or affected
property owners to the administrative authority. Adjacent
and/or affected property owners shall bewatd thirty (30)
days from the date of the written notification to contact the
administrative authority to express comments concerning
the consideration of granting a variance; and

9. In cases of complaint abatement, where effluent
cannot be maintainedn t he owner és pro
required seback distances and presents a nuisance or
threat to public health or surface or ground water quality,
the administrative authority may require a holding tank be
placed at the optimum location within the s@® system,
in order to abate the complaint. The owner shall be
responsible for assuring the holding tank is pumped as
needed, with the contents being disposed of in a
Department of Natural Resources permitted facility.

(7) Detailed Soils Evaluation.

(A) General. The intent of this section is to provide
minimum standards for site evaluations based upon
evaluation of the soil characteristics, namely texture, color,
structure, drainage and depth. Criteria are also given for
sizing standard systems and saaiternative systems.
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(B) Adoption and Use. Where this rule is administered
by an administrative authority, those administrative
authorities may adopt this section, in whole or in part, as
part of a local code or ordinance. Nothing in this rule or
sectin shall require any administrative authority to allow
an installation based upon the criteria contained in this
section. The administrative authority may require
percolation tests in addition to evaluation of soil
characteristics. Whenever percolation gesaind these
criteria are used, the size of the proposed system or
suitability of a site should be based upon which criteria
produce the most conservative system. This type evaluation
should be conducted by a professional soil scientist,
engineer, sanitanm or registered geologist with special
training in determining soil morphological characteristics in
the field.

(C) Site Evaluation. An investigation of a proposed soil
absorption site shall consider the following factors:

1. Topography and landscapesition;

2. Soil characteristics (morphology) which includes
texture, structure, porosity, consistence, color and other
physical, mineral and biological properties of various
horizons, and the thickness and arrangement of the
horizons in the soil profile

3. Soil drainage, which includes both external
(surface) and internal (soil);

4. Soil depth;

5. Restrictive horizons; and

6. Available space.

(D) Site evaluations shall be made in accordance with
subsections (7)(EM) of this rule. Based on ith
evaluation, each of the factors listed in subsection (7)(C) of
this rule shall be classified as Suitable, Provisionally
Suitable or Unsuitable.

(E) Topography and Landscape Position. Uniform
slopes under fifteen percent (15%) shall be considered
suiteble with respect to topography. When slopes are less
thanrtwio ypercent {2%o)h prowisiohshskall be made to insure
adequate surface drainage. When slopes are greater than
four percent (4%), the absorption lines shall follow the
contour of the ground.

1. Uniform slopes between fifteen percent (15%) and
thirty percent (30%) shall be considered provisionally
suitable with respect to topography, if the soils are thirty
six inches (36") or more thick. Slopes within this range
may require installation of interceptdrains upslope from
the soil absorption system to remove all excess water that
might be moving laterally through the soil during wet
period. Usable areas larger than minimum are ordinarily
required in this slope range.

2. Slopes greater than thirty ppent (30%) shall be
considered unsuitable except when a thorough study of the
soil characteristics indicates that a soil absorption system
will function satisfactorily and sufficient ground area is
available to properly install such a system. Slopes great



than thirty percent (30%) may be classified as provisionally
suitable when all of the following conditions are met:

A. The slope can be terraced or otherwise graded
or the absorption lines located in naturally occurring soil to
maintain a minimum tefoot (10" horizontal distance from
the absorption trench and the top edge of the fill
embankment;

B. The soil characteristics can be classified as
suitable or provisionally suitable to a depth of at least one
foot (1") below the bottom of the absomtitrench;

C. Surface water runoff is diverted around the
absorption field so that there will be no scouring or erosion
of the soil over the field;

D. If necessary, groundwater flow is intercepted
and diverted to prevent the water from running into o
saturating the soil absorption system; and

E. There is sufficient ground area available to
install the septic tank system with these modifications.

3. Complex slope patterns and slopes dissected by
gullies and ravines shall be considered unsuitatole
topography.

4. Areas subject to frequent flooding shall be
considered unsuitable to landscape positions.

5. Depressions shall be considered unsuitable with
respect to landscape positions except when the site
complies essentially with the requiremerdf this section
and is specifically approved by the administrative authority.

6. If directed by the administrative authority, the
surface area on or around a ground absorption system

sewage treatment and disposal system shall be landscaped

to provide aequate drainage. The interception of perched

or lateral groundwater movement shall be provided where
necessary to prevent soil saturation on or around the ground
absorption sewage treatment and disposal system.

(F) Soil Characteristics (Morphology). $diorings or

pits shall be taken at the site to be used for soil absorption
systems. These borings shall be taken to a depth of forty
eight inches (48") or as required to determine the soll
characteristics. Soil borings or pits and core samples shall
be ewaluated and a determination made on the suitability of
the soil to treat and absorb septic tank effluent. The
important soil characteristics which shall be reviewed by
the administrative authority are as follows:

1. The relative amounts of the differesizes of
mineral particles in a soil are referred to as soil texture. All
mineral soils are composed of sand, two to five hundredths
milimeters (2.05 mm) in size; silt, which includes
intermediatesized particles that cannot be seen with the
naked eye bufeel like flour when pressed between the
fingers, five hundredths to two thousandths millimeter
(0.050.002 mm) in size; or clay, which is extremely small
in size and is the mineral particle that gives cohesion to a
soil, less than two thousandths milliraes (0.002 mm) in
size or a combination of these. The texture of the different
horizons of soils may be classified into five (5) general
groups and shall be used for determining the application
rates shown in Tables 6 anafrthis rule.
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A. Soil Groupl. Sandy texture soils contain more
than seventy percent (70%) sasided particles in the soil
mass. These soils do not have enough clay to be cohesive.
Sandy soils have favorable sewage application rates, but
may have a low filtering capacity leading mealfunction
due to contamination of groundwater. The sandy group
includes the sand and loamy sand soil textural classes and
shall generally be considered suitable in texture.

() Sand. Sand has a gritty feel, does not stain
the fingers and does not fara ribbon or ball when wet or
moist.

(I) Loamy sand. Loamy sand has a gritty feel,
stains the fingers (silt and clay), forms a weak ball and
cannot be handled without breaking.

B. Soil group Il. Coarse loamy texture soils
contain more than thirtgercent (30%) sansized particles
and fewer than twenty percent (20%) ekiyed particles in
the soil mass. They exhibit slight or no stickiness. The
coarse loamy group includes sandy loam and loam soil
textural classes and shall generally be considetgtable
in texture.

() Sandy loam. Sandy loam feels gritty and
forms a ball that can be picked up with the fingers and
handled with care without breaking.

(1) Loam. Loam may feel slightly gritty but
does not show a fingerprint and forms only rshritbbons
ranging from twentfive hundredths to fifty hundredths
inch (.25.50") in length. Loam will form a ball that can be
handled without breaking.

C. Soil group lll. These fine loamy texture soils
contain fewer than forty percent (40%) clsigedparticles
and not more than thirty percent (30%) saiwkd particles
in a soil mass. Also this group is limited to less than thirty
five percent (35%) clay when the clay minerals exhibit high
shrink/swell characteristic and exhibit slight to moderate
stickiness. The fine loamy group includes sandy clay loam,
silt loam, clay loam and silty clay loam textural classes and
shall generally be considered provisionally suitable in
texture.

() Silt loam. Silt loam feels floury when moist
and will show a fingrprint but will not ribbon and forms
only a weak ball.

(1) Silt. Silt has a floury feel when moist and
sticky when wet but will not ribbon and forms a ball that
will tolerate some handling.

(1) Sandy clay loam. Sandy clay loam feels
gritty butcontains enough clay to form a firm ball and may
ribbon to form sevent§ive hundredths to onch (.751")
pieces.

(IV) Silty clay loam. Silty clay loam is sticky
when moist and will ribbon from one to two inches2().
Rubbing silty clay loam withthe thumbnail produces a
moderate sheen. Silty clay loam produces a distinct
fingerprint.

(V) Clay loam. Clay loam is sticky when
moist. Clay loam forms a thin ribbon of one to two inches
(2-2") in length and produces a slight sheen when rubbed



with the thumbnail. Clay loam produces a ndistinct
fingerprint.

D. Soil group IV. These clayey texture soils
contain forty percent (40%) or more claized particles
and include sandy clay, silty clay and clay. This group may
also include clay loam and siltlay loam when the clay
fraction is greater than thirfve percent (35%) and of a
high shrink/swell nature. There are two (2) major types of
clayd nonexpandable and expandable. The -on
expandable clays, when wet, are slightly sticky to sticky;
when mast, are friable to firm; and when dry, they are
slightly hard to hard. The neexpandable clays (Group
IVa) shall generally be considered provisionally suitable in
texture. The expandable clays, when wet, are very sticky
and very plastic and when moigtese clays are very firm
to extremely firm and when dry, are very hard to extremely
hard. The expandable clays (Group IVb) shall be
considered unsuitable in texture.

(I) Sandy clay. Sandy clay is plastic, gritty and
sticky when moist and forms a firmalb and produces a
thin ribbon to over two inches (2") in length.

(I Silty clay. Silty clay is both plastic and
sticky when moist and lacks any gritty feeling. Silty clay
forms a firm ball and readily ribbons to over two inches
(2" in length.

(1) Clay. Clay is both sticky and plastic when
moist, produces a thin ribbon over two inches (2") in
length, produces a high sheen when rubbed with the
thumbnail and forms a strong ball resistant to breaking.

E. Soil group V. This soil group may be afiya
texture, however, the most predominant are cherty and very
cherty clays, silt loams and silty clay loams. The amount of
rock fragments in these soils is of a concern in areas of
residual soils overlying highly permeable bedrock where
groundwater could dcome contaminated. In general, soils
with less than fifty percent (50%) rock fragments will be
considered suitable. In general, soils with greater than fifty
percent (50%) rock fragments over highly permeable
bedrock will be considered unsuitable. Soilghwgreater
than fifty percent (50%) rock fragments will be considered
provisionally suitable if geological limitations are not
severe.

F. The soil texture shall be estimated by field
testing; and

2. Soil consistency. Soil consistency is comprised of
the attributes of soil material, typically clay, that are
expressed by the degree and kind of cohesion and adhesion
or by the resistance to deformation or rupture.

A. Soil consistency when wet shall be considered
as follows:

(I) Stickiness. Stickiass is the quality of
adhesion to other objects. For field evaluation of stickiness,
wet soil material is pressed between thumb and finger and
its adherence noted. Degrees of stickiness are described as
follows:

(a) Slightly sticky. After pressure, o
material adheres to both thumb and finger but comes off
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one or the other cleanly. It is not appreciably stretched
when the digits are separated;

(b) Sticky. After pressure, soil material
adheres to both thumb and finger and tends to stretch
somewhaand pull apart rather than pulling free from either
digit; and

(c) Very sticky. After pressure, soil material
adheres to both thumb and finger and is decidedly stretched
when they are separated; and

(I) Plasticity. Plasticity is the ability tochange
shape continuously under the influence of an applied stress
and to retain the impressed shape on removal of the stress.
For field determination of plasticity, the soil material shall
be rolled between the thumb and finger to observe whether
or not awire or thin rod of soil can be formed. Degree of
resistance to deformation at or slightly above field capacity
is as follows:

(a) Slightly plastic. Wire formable but soil
mass easily deformable;

(b) Plastic. Wire formable and moderate
pressureequired for deformation of the soil mass; and

(c) Very plastic. Wire formable and much
pressure required for deformation of the soil mass.

B. Soil consistency when moist. Consistence
when moist is determined at a moisture content
approximately midvay between air dry and field capacity.
At this moisture content, most soil materials exhibit a form
of consistency characterized ibyendency to break into
smaller masses rather than into powder; some deformation
prior to rupture; absence of brittlenessid ability of the
material after disturbance to cohere again when pressed
together. To evaluate this consistency, a mass that appears
slightly moist shall be selected and attempt made to crush
in the hand.

(I) Friable. Soil material crushes easily end
gentle to moderate pressure between thumb and finger, and
coheres when pressed together.

(1)) Firm. Soil material crushes under moderate
pressure between thumb and finger but resistance is
distinctly noticeable.

(1 Very firm. Soil material cushes under
strong pressure; barely crushable between thumb and
finger.

(IV) Extremely firm. Soil material crushes only
under very strong pressure; cannot be crushed between
thumb and finger and must be broken apart bit by bit.

C. Soil consistency ken dry. The consistency of
soil materials when dry is characterized by rigidity,
brittleness, maximum resistance to pressure, more or less
tendency to crush to a powder or to fragments with rather
sharp edges, and inability of crushed material to cohere
again when pressed together. For evaluation, thelrgir
mass shall be selected and broken in the hand.

() Slightly hard. Weakly resistant to pressure,
easily broken between thumb and finger.

(1) Hard. Moderately resistant to pressure; can
be brolen in the hands without difficulty but is barely
breakable between thumb and finger.



(1) Very hard. Very resistant to pressure; can
be broken in the hands only with difficulty; not breakable
between thumb and finger.

(IV) Extremely hard. Extremygl resistant to
pressure; cannot be broken in the hands.

3. Soil structure. In many soils, the sand, silt and
clay particles tend to cling or stick to one another to form a
ped or a clump of soil. This is known as soil structure. Soil
structure may have significant effect on the movement of
effluent through a soil. Structure is usually not important in
soil groups | and I, and these types of soils shall generally
be considered suitable as to structure. The three (3) kinds of
soil structure that are mostgnificant in movement of
sewage effluent through groups Il and IV soils are block
like, platy and the absence of soil structure or massive
conditions. These kinds of soil structure are described as
follows:

A. Block-like soil structure. In groupslliand IV
soils, if the soil exhibits many peds of angular and
subangular peds, then the soils have bldak structure.
The sewage effluent may move between the cracks of these
types of peds. Blockke structure in groups lland IV
soils is frequently dstroyed by mechanical excavating
equipment manipulating the soil when it is too wet.
Trenches for absorption lines being placed in groupanidl
IV soils with blocklike structure should only be dug when
the soils are moist or dry. Blodlke soil structire in
groups Il and IV soils shall be considered provisionally
suitable;

B. Platy soil structure. If groups Ill and IV soils
fall out into platelike sheets, then the soil would have platy
structure. Water or effluent movement through these soils
would be extremely slow, and the structure shall be
considered unsuitable; and

C. Absence of soil structure. Some groups II, Il
and IV soils are massive and exhibit no structural
aggregates. In these kinds of soils, water or effluent
movement would be nedgible. This structure shall be
considered unsuitable.

(G) Soil Drainage. Soils with seasonally high water
tables are of major concern in evaluating sites for sewage
effluent disposal. These are the soil areas that give good
sewage absorption rates duyyidry seasons of the year but
force sewage effluent to the surface during the wetter
seasons.

1. The depth of the seasonal high water table can
commonly be recognized by those examining soil profiles.
The criterion for recognition of high water tableghat of
soil color. Subsurface horizons that are in colors of reds,
yellows and browns generally indicate good soil aeration
and drainage throughout the year. Subsurface horizons that
are in colors of gray, olive or bluish colors indicate poor
aeration ad poor soil drainage. These dull or grayish
colors may occur as a solid mass of soil or may be in
mottles of localized spots. The volume of grayish color is
indicative of the length of time that free water stands in that
soil profile. There are soils thaave lightcolored mottles
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which are relic from the lightolored rock from which the
soils have weathered. These soils would not have high
water tables, so one must distinguish between a true soil
composed of sand, silts and clays, or the rock mate@al th
may still exist in the soil profile. Similarly, there are also
some soils with surface or subsurface eluvial horizons with
light colors which can be unrelated to drainage conditions.

2. Any soil profile that has the grayish colors of
chroma 2 or les§Munsell color chart) indicative of high
water tables, or is eithesubject to periodic high water,
within twentyfour inches (24")of the surfacepr is less
than twelve inches (12") between the proposed trench
bottom and the high water table, shall bensidered
unsuitable as to drainage. Soils where the seasonally high
water table is less than forgight inches (48") and more
than twentyfour inches (24") below the naturally occurring
surface shall be considered provisionally suitable for soil
drainage provided there remains at least twelve inches
(12") of soil between the proposed trench bottom and the
seasonally high water table. Soils where the seasonally high
water table is greater than forgyght inches (48") below
the naturally occurring surfacghall be considered suitable
for soil drainage. Drainage systems installed for
groundwater lowering shall be maintained so that a
minimum separation of one foot (1) occurs between the
absorption trench bottom and the seasonally high water
table. For extesive drainage systems, such as groundwater
lowering in subdivisions, easements shall be recorded and
shall have adequate width for reasonable egress and ingress
for maintenance.

(H) Soil Thickness. The thickness of soils to rock which
are classified asuitable or provisionally suitable in texture
and structure shall be at least feetight inches (48") when
conventional soil absorption systems at conventional depths
are to be utilized. Soil thickness greater than feight
inches (48") shall be congded as suitable as to soil
thickness. Soil thickness less than feetght inches (48")
and greater than thirtsix inches (36") shall be considered
provisionally suitable. Where special design and
installation modifications can be made to provide attleas
two feet (2") of naturally occurring soil below the bottom of
the absorption trench, these soils may be reclassified as
provisionally suitable in thickness.

() Restrictive Horizons. Restrictive horizons in soils are
recognized by their apparent reaiste in excavation or in
the use of a soil auger. Restrictive horizons may occur as
fragipans or claypans. The fragipan is a layer that owes its
hardness mainly to extreme density or compactness as
opposed to high clay content or cementation. The layer is
typically dense and brittle. Although fragments are friable
when removed, when in place the material is so dense that
water moves through it very slowly. Unlike fragipans, the
claypan is a compact, slowly permeable layer in the subsoil
having a much higheclay content than the overlying
material. A sharply defined boundary exists between the



claypan and the overlying material. Claypans are typically
hard when dry and plastic and sticky when wet.

1. Restrictive horizons that are greater than six
inches (6) thick severely restrict the movement of water
and sewage effluent and do not adequately respond to
groundwater lowering drainage systems. Where these
horizons are less than six inches (6") thick, they do not
severely restrict the movement of water anelwage
effluent, but rather indicate the presence of a seasonally
high water table and may be modified after special
investigation.

2. Soils in which restrictive horizons are six inches
(6") or more in thickness and at depths greater than-forty
eight inches (48") below the ground surface shall be
considered suitable as to depth to restrictive horizons.
Restrictive horizons six inches(6") or more in thickness and
at depths between forgight inches and twentfpur inches
(481 24") shall be considered preionally suitable as to
depth to restrictive horizons. Restrictive horizons six inches
(6" or more in thickness encountered at depths less than
twenty-four inches (24") below the ground surface shall be
considered unsuitable as to depth to restrictivezbos.

(J) Other Applicable Factors. The site evaluation should
include consideration of any other applicable factors
involving environmental principles including:

1. The potential environmental hazard of possible
failures of soil absorption systems vaolving large
guantities of sewage, which would dictate larger separation
distances than the minimums specified in subsection (1)(D)
of this rule; and

2. The potential environmental and health hazard of
possible massive failures of soil absorption system
proposed to serve large numbers of residences, as in
residential subdivisions or mobile home parks.

(K) Determination of Overall Site Suitability. All of the
criteria in subsections (7)(EY) of this rule shall be
determined to be suitable, provisidiga suitable or
unsuitable as indicated. If all criteria are classified the
same, that classification shall prevail. Where there is a
variation in classification of the several criteria, the
following shall be used in making the overall site
classification The lowest of the uncorrectable
characteristics will determine the overall site classification.
The administrative authority shall make this determination

1. If the topography is classified as unsuitable, it
may be reclassified provisionally suitablender the
conditions outlined in subsection (7)(E) of this rule;

2. If the solil texture is classified as unsuitable, the
overall classification will be unsuitable regardless of the
other criteria unless the provisions of subsection (6)(K) of
this rule ae met;

3. If the soil structure is classified as unsuitable, the
overall classification will be unsuitable regardless of the
other criteria unless the provisions of subsection (6)(K) of
this rule are met;
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4. When soil thickness is classified as undldait
may be reclassified as provisionally suitable under the
conditions outlined in subsection (7)(H) of this rule;

5. When the restrictive horizon is classified
unsuitable, it may be reclassified as provisionally suitable
under the conditions outlidein subsection (6)(K) of this
rule; and

6. When drainage (groundwater level) is unsuitable,
it may be reclassified as provisionally suitable under the
conditions outlined in subsection (7)(G) of this rule.

(L) Site Classification. Sites classified asitable may
be utilized for a ground absorption sewage treatment and
disposal system consistent with this rule. A suitable
classification generally indicates soil and site conditions
favorable for the operation of a ground absorption sewage
treatment andisposal system or have slight limitations that
are readily overcome by proper design and installation.

1. Sites classified as provisionally suitable may be
utilized for a ground absorption sewage treatment and
disposal system consistent with this rulg with moderate
limitations. Sites classified provisionally suitable require
some modifications and careful planning, design and
installation for a ground absorption sewage treatment and
disposal system to function satisfactorily.

2. Sites originally dssified as unsuitable may be
used for soil absorption disposal systems, provided
engineering, hydrogeologic and soil studies indicate to the
administrative authority that a suitable septic tank system
or a suitable alternate system can reasonably be texptec
function satisfactorily. These sites may be reclassified as
provisionally  suitable upon submission to the
admi nistrative aut hority
requirements in subsection (6)(K) of this rule.

(M) Design Criteria. Tables 13 and 1#al be used
when determining application rates for the appropriate
sewage disposal system design.

1. Table 13 shall be used when determining the
application rate for septic tank systems of conventional
design when using the site evaluation criterichia tule.

2. The construction of any conventional or LPP
system must meet the other applicable requirements as set
forth in section (6) of this rule. Soils for LPP systems must
be classified as suitable or provisionally suitable to a depth
of two feet (2 from the original ground surface. Table 14
shall be used when determining the application rate when
using the site evaluation criteria in this rule.

Auth: sections 701.040(1) and 701.043.1, RSMo (1994).* Emergency rule
filed April 17, 1995, terminatedpril 26, 1995. Original rule filed April
17, 1995, effective Dec. 30, 1995.

*QOriginal authority 1994.

and



Table 13- Application Rates by Soil Groups for Conventional Systems

Soil Group Soil Texture Soil Structure/Color Application Rate
(gpd./sq.ft.)
(conventional)
I Sand, Loamyand Any striation/Brown 1.2-0.8
(No gray)
Sandy loam, Loam Granular, fine and mediun 0.9-0.7
subangular blocky
Il Sandy loam, Loam Prismatic; coarse, 0.7-0.5
subangular, and angular
blocky
Silt loam, Clg loam, Granular, fine, and mediun 0.6-0.4
Sandy clay loam, subangular blocky
1] Silty clay loam
Silt loam, Clay loam, Prismatic, coarse 0.4-0.3
Sandy clay loam, subangular and angular
Silty clay loam blocky
Sandy clay, Silty clay, Granular, fine, and mediun 0.4-0.2
IVa Clay (low tomoderate subangular blocky
shrink/swell)
Sandy clay, Clay, Silty clay Prismatic; coarse 0.3-0.1
(low-moderate subangular or angular
shrink/swell) blocky
Sandy clay, Clay, Silty clay Subangular, Angular Not suitable
IVb loam, Silty clay (high blocky, or Prismatic
shrink/swell potential)
Skeletal (less than 50% | Anything but platy or 0.4-0.2
V coarse fragments), Silt massive

loam, Silty clay loam, Clay
Silty clay
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Table 14- Application Rates by Soil Groyp

Application Rate

Soil Group Soil Texture Classes (Low Pressure Pipe)
(gpd/sq. ft.)
Sand, Loamy Sand No structure 0.50.4
(Brown colors)
Sandy loam, Loam Granular; fine and 0.4i0.35
medium subangulat
Il blocky
Sandy loam, Loam Prismatic; coares 0.30.2
subangular and
angular blocky
Silt loam, Clay loam Granular; fine and 0.30.2
Sandy clay loam, medium subangulat
Silty clay loam blocky
Il Silt loam, Clay loam, Prismatic; coarse 0.2000.15
Sandy clay loam, subangular and
Silty clay loam angularblocky
Sandy clay, Silty clay, Granular; fine and 0.20.1
IVa Clay (low to moderate medium subangulat
shrink/swell) blocky
Sandy clay, Clay, Prismatic; coarse 0.170.05
Silty clay subangular or
angular blocky
Clay, Sandy dy, Subangular, Not suitable
IVb Silty clay loam, Clay loam,| Angular blocky, or
Silty clay (high shrink/ Prismatic
swell potential)
Skeletal (less than 50%), | Anything but platy 0.3/0.15
Vv Silt loam, Silty clay loam, | or massive

Clay, Silty clay
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19 CSR D-3.070 Requirements for OnSite Waste
water Treatment System Inspectors/Evaluators

PURPOSE: This rule establishes criteria for
inclusion on the lists of those individuals licensed to
inspect or evaluate oegite wastewater treatment
systems for the purpes of real estate transactions.

PUBLI SHERG S Th&l Gécretary of state has
determined that the publication of the entire text of the
material which is incorporated by reference as a portion
of this rule would be unduly cumbersome or expensive.
This maerial as incorporated by reference in this rule
shall be maintained by the agency at its headquarters and
shall be made available to the public for inspection and
copying at no more than the actual cost of reproduction.
This note applies only to the redace material. The
entire text of the rule is printed here.

(1) Applicability. The requirements and procedures
included in this rule apply to individuals qualified to
perform inspections and/or evaluations of existingsib@
wastewater treatment systenupon a request from a
lending institution, a prospective purchaser, the owner of
the property, a real estate agent, or a real estate broker

(2) Definitions.

(A) AAdmi ni strative
department or local public health agencies, plagnand
zoning commissions, county building departments, county
public works departments, sewer districts, and/or
municipalities that have authority to govern -gite
wastewater treatment systems.

(B) fADepartmento shall
of Hedth and Senior Services.
C) ALending institutiono

and loan association, credit union, consumer credit lender,
mortgage banker, or any other association or institution,
which makes real estate loans.

(D)
including staff of local administrative authorities, licensed
by the department, to inspect or evaluate an existing on
site wastewater treatment system for the purposes of a
real estate transaction.

( E) -siteOwastewater treatmeny s t e m
shall mean any system handling, or treatment facility
receiving, domestic sewage which discharges three
thousand (3,000) gallons per day or less into a subsurface
soil absorption system or a singlmily residence
lagoon.

(F) APropershabWwneean
legal right to possession of real estate.

( G) ARequesting partyo
institution, a prospective purchaser, the property owner, a

aut honadet y o

oftsevénty peroenta(70%) aighér;a n k

ALi censedl meandany pedsana | 0

(3) An individual must be licensed with the department to
inspect or evaluate an existing OWTS upon the request
from a lending institution, which is providing either a
government loan or conventional loan, or from another
requesting party in connection with a real estate
transaction. If the inspection or evaluation determines
that the OWTS does not meet department standards, any
new construction, major modification, onajor repair
must be conducted according to the standards set forth in
sections 701.025 through 701.059, RSMo, and any rules
promulgated thereunder or applicable local OWTS
ordinance.

(4) As deemed necessary by the department, an inspection
or evaluationof an OWTS will include a microbiological
test and other examination(s) of the private water supply
intended for potable use serving the same property as the
OWTS. In addition, the inspection or evaluation will
include an inspection of any visible portiofi the water
supply construction, from the source to the storage vessel,
and may include review of the well drilling reports.

(5) If it is necessary to enter any adjoining property in the
course of an inspection or evaluation to properly make a
determin&ion regarding the OWTS inspection/evaluation,
a licensed individual shall notify the owner of the
adjoining property and obtain permission before entry is
shall me an t he

(6) An individual must be licensed with the department to
perform inspections and evaluation$ existing OWTS

for the purposes of a real estate transaction. To be
licensed with the department, an individual shall:

me a n (A) lCempldte sas basic iinstdller ptaining maurde

conducted by or approved by the department with a score
savings
(B) Complete a licensed inspector training course
conducted by or approved by the department with a score
of seventy percent (70%) or higher; and
6B) Compl et e t he
described in section (7) of this rule.

(7) Departmat 6 s Li censing
(A) The license shall be issued to only one (1)

( OWT $livddual person and not to a company, firm, association,

or other group. The license is not transferable.

(B) To obtain a license from the department, an
individual must submit @ompleted application packet to
the department for approval. Completed application
packets shall be mailed to the Missouri Department of

t h e HeakhrasdoSeniomServides, Attention: Fee Receipts, PO

Box 570, Jefferson City, MO 65162570.

s h €C) The appilieatiam acket shall irelndé theafgllowing:

1. The completed application form, Mo Form #1

real estate agent, or a real estate broker who requests an (6-08), Application for Licensure, is incorporated by

inspection or e&luation of an OWTS serving a property
that is the subject of a real estate transaction.
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reference in this rule and is available on the Internet at

www.dhss.mo.gonsite or by contacting the department

depart men

Process.



at POBox 570, Jefferson City, MO 65182570, (573)
751-6095. This rule does not incorporate any subsequent
amendments or additions;

2. Documentation of the successful completion of
both the basic installers training course and licensed
inspector training aarse; and

3. A check or money order made payable to the
Missouri Department of Health and Senior Services for
the nonrefundablprocessing fee of ninety dollars ($90).
The processing fee may be waived for the staff of a local
administrative authority thdas enacted local ordinances,
which include requirements for inspections of existing
OWTS that are at least equal to department standards.

( 8) Renewal
individual 6s l'icense wi t h
thirty-six (36) months from the month of issuance unless
the license has been revoked or surrendered.

(A) To renew their license with the department, an
individual must submit a renewal application packet to the
department for approval. Completed application packets
shall be mailed to the Missouri Department of Health and
Senior Services, Attention: Fee Receipts, PO Box 570,
Jefferson City, MO 6510R570.

(B) The renewal application packet shall include:

1. The completed application form, Mo Form #2
(6-08), Application for Licensure Renewal, is
incorporated by reference in this rule and is available on
the Internet at www.dhss.mo.g@uisite or by contacting
the department at PO Box 570, Jefferson City, MO
651020570, (573) 756095. This rule does not
incorporateany subsequent amendments or additions;

2. A check or money order made payable to the
Missouri Department of Health and Senior Services for
the nonrefundablprocessing fee of ninety dollars ($90).
The processing fee may be waived for the staff of a loca
administrative authority that has enacted local ordinances,
which include requirements for inspections of existing

Department 6s

OWTS that are at least equal to department standards; and
t he

3. Documentati on of
completion, within the previouthirty-six (36) months of
the following minimum continuing education:

A. For individuals who are renewing their
license for the first time, at least twenty (20) hours of
departmenapproved continuing education units of which
at least eight (8) continng education units shall meet
select department criteria; or

B. For individuals who are renewing their

license for the second or subsequent time, at least twelve

(12) hours of departmesatpproved continuing education
units of which at least eight (8) etinuing education units
shall meet select department criteria.

(C) Individuals submitting a renewal application more
than fifteen (15) calendar days after the previous license
expires shall pay a late charge of ten dollars ($10) in
addition to the ninetglollar ($90) processing fee.
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L i @)ArdiensedgndiviBualelale s s .
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(D) License renewal applications will not be accepted
if received by the department more than fdite (45)
calendar days after the previous license expires.
Individuals submitting license renewal applications more
than foty-five (45) calendar days after the expiration of
their license will be required to complete the initial
licensing process, including any department training
requirements for an initial license.

(9) A fifteendollar ($15) processing fee will be assessed
for duplicate and/or replacement license identification
cards.

(10) Standards of Practice for Licensed Individuals.
An

before conducting any inspection or evaluation of an
OWTS;

2. Inspect or evaluate only those OWTS for which
requests have been made for the purposes of real estate
transactions.  Investigations of complaints or alleged
violations of Chapter 701, RSMo, may only be made by
the department or a local administva authority;

3. As part of an OWTS inspection or evaluation,
collect a water sample from a private water supply for
microbiological testing and inspect any visible portion of
the water supply construction, from the source to the
storage vessel,

4. Record their license number on all bids,
proposals, contracts, invoices, inspection reports,
evaluation reports, and other correspondence with the
requesting party or the department;

5. Apply department standards for all inspections
and evaluations of OWS using the correct procedures
and forms to complete the inspection or the evaluation.
Combining inspection and evaluation procedures or forms
is not acceptable;

6. Document inspections and evaluations
accurately in writing on departmeapproved forms;

a p7pClearly atatet abysdefest(s) cifthe OWTS uslfound
to be malfunctioning or otherwise not meeting department
standards;

8. Retain one (1) copy of the completed
documentation of the inspection or evaluation for at least
three (3) years and submit apgoto the department, the
local administrative authority, if applicable, the requesting
party, and the property owner;

9. Submit completed inspection/evaluation reports
to the department within thirty (30) calendar days of
completion, including water sgite results if applicable;
and

10. Notify the property owner that he/she is not
obligated to contract for repair or-imespection services
with the initial licensed individual if the OWTS has been
found to be malfunctioning or otherwise not meeting
depatment standards. However, this paragraph does not



preclude the licensed individual from offering these
services to the owner.

(11) The department may audit the work of a licensed
individual at any time to determine whether the standards
of practice, as efined by this rule, are being met. Failure
to adhere to department standards may be cause for
placement on probation, suspension, or revocation of the
license, or for mandatory successful completion of a
training course and/or testing as described ini@edb)

of this rule. The audit may be an unannounced visit to the
property inspected or evaluated, or a visit during an
inspection or evaluation with or without prior
appointment with the licensed individual.

(12) A licensed individual may have his/hecense
placed on probation, suspended, or revoked if the
individual:

(A) Fails an audit or refuses to participate in an audit;

(B) Fails to submit reports, submits false reports, or
allows another individual to use his/her license;

(C) Is convicted of aviolation of any provisions of
sections 701.025 through 701.059, RSMo, or any rules
promulgated under these statutes;

(D) Has pled guilty or has been found guilty of an
infraction,  misdemeanor, or felony involving
misrepresentation, fraud, or other crintelating to
activities of inspecting, evaluating, installing, repairing, or
otherwise associated with an OWTS;

(E) Directs or allows an unlicensed individual to
conduct any part of an inspection or evaluation of an
OWTS; or

(F) Fails to comply with thestandards of practice
established in this rule.

(13) The suspensi on or
license shall be served in writing by certified mail or
personal service to the affected individual or his/her
representative. The decision of the deperit may be
appealed to the Administrative Hearing Commission as
provided in Chapters 536 and 621, RSMo.

(14) Any individual whose license has been revoked may
not reapply for a license for at least one (1) year from date
of revocation, must complete ttke par t ment 6 s
requirements for licensure described in section (6) of this
rul e, and complete the
described in section (7) of this rule.

(15) An individual may be permanently barred from
reapplying for a license the individual:

(A) Has pled guilty or has been found guilty of an
infraction, misdemeanor, or felony involving
misrepresentation, fraud, or other crime relating to
activities associated with an OWTS; or

(B) Has his/her license revoked a second timdniwit
five (5) years.

46

(16) No person without a valid license may conduct any
part of an inspection or evaluation of an OWTS, whether
on his/her own or under supervision of a person with a
valid license. Persons conducting inspections or
evaluations withouthe required license, or representing

themselves as licensed, are considered in violation of
section 701.053, RSMo, which is a class A misdemeanor.

AUTHORITY: section 701.033, RSMo Supp. 2008 and sections 701.046
and 701.051, RSMo 2000.* Emergency ruledilApril 17, 1995,
terminated April 26, 1995. Original rule filed April 17, 1995, effective
Dec. 30, 1995. Rescinded and readopted: Filed Oct. 22, 2008, effective
May 30, 2009.

*Original authority: 701.033, RSMo 1986, amended 1993, 1994, 1995,
2004; 701.@6, RSMo 1994; and 701.051, RSMo 1994, amended 1997.

revocation of an individual
training
departmentdéds | icensing process
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19 CSR 203.080 Requirements for Percolation
Testers, OnSite Soils Evaluators and Registered On
Site Wastewater Treatment System Installers

PURPOSE:This rule establishes the criteria for
inclusion onthe lists of those individuals qualified
to perform percolation tests and/or soils
morphology evaluations in determining soil
properties for orsite wastewater treatment
systems and for inclusion on the registereesita
wastewater system installers tli;m accordance
with sections 701.025 through 701.059, RSMo.

PUBLI SHERG6S NOTE: The
determined that the publication of the entire text of
the material which is incorporated by reference as a
portion of the rule would be unduly cumbeme or
expensive. This material as incorporated by
reference in this rule shall be maintained by the
agency at its headquarters and shall be made
available to the public for inspection and copying at
no more than the actual cost of the reproduction.
Thisnote applies only to the reference material. The
entire text of the rule is printed here.

(1) Applicability. The requirements and procedures
included in this rule apply to individuals qualified to
perform percolation tests and/or soil morphology

evaluatims and installers who are seeking inclusion

327, RSMo, to practice as a professional engineer in
Missouri, as the practice of engineering is defined in section
327.181, RSMo.

( G) -siiCine soi l evaluatoro
including soil scientists, licenseddgfessional engineers, and
registered geologists meeting the requirements of this rule.

s |

(H) -siidthe wast ewater treat men:

mean any system handling, or treatment facility receiving,
domestic sewage which discharges three thousand {3,000
gallons per day or less into a subsurface soil absorption
system or a singtéamily residence lagoon.

(1) ARegi stered geol ogi st o

authorizedrpursuant to the provisions oréChapter 256, RSMo,
S €G4S p?aEti@e a¥ a rgggsteréd g@oFogqst ircadivti, as defined
in section 256.453(10), RSMo.

(J) ASoi l mor phol ogy evaluat

of testing or evaluating absorption qualities of the soil by

physical examination of the
structure, topography, and lhdlope position.
( K) ASoil scientisto s hal

successfully completed at least fifteen (15) semester credit
hours of soils science course work, including at least three
(3) hours of course work in soil morphology and
interpretations.

(3) An individual must be registered with the department to
conduct any part of a percolation test or soil morphology
evaluation in which results are intended for use in the design

ON or installation of an OWTS according to the standards set

t he dep a rsitenveastawater treatment Systems ¢, in sections701.025 through 701.059, RSMo, and 19

professionals registry.

(2) Definitions.

CSR 203.060.
(A) Percolation Tests. To register with the department to

(A) FAAdministrative aut hegndycipereplation igsts, ap individyalshall: ¢ 1,

department or local public health agencies, planning

zoning conmissions, county building departments,
county public works departments, sewer districts, and/or
municipalities that have authority to govern individual

on-site wastewater treatment systems.

( B) i Ad v-site wastéwater rireatment system

ndi v3 d agomrp% itet et R G t}msrppracestsment

(OWTS) installed s hal | mean an i

the department to install advanced OWTS as listed by the

1. Successfully complete a training course congucted by
or approved by the department, which sha#llude, at a
minimum, course work, field work, a written examination,
and a practical examination; or

2. Meet the definition of an esite soil evaluator,
licensed professional engineer, or registered geologist; and

and

described in section (5) of this rule.

(B) Soil Morphology Evaluations. To register with the

department. ) ;
(pc) A B astei wastewater treatment system department to perform soils morphology evaluations, an
(OWTS) installerd shali me®&qvdugshaliyq; vigual, register ed
1. Meet the definition of a soil scientist with at least

the department to install basic OWTS astdd by the

department.
(D) fADepartmento shall
of Health and Senior Services.

fifteen (15) semestecredit hours of soils science course

me Eﬁ"?{k ngluging g least fhyee (3) hBUES;0f Goyrse vyl in

oil morphology and interpretations; or

(E) dAlnstallero shall me an 2a N§et ithﬁ Od(?fi(yitiora Gfaq !icengep nPEPessiongl 5

homeowner, who installs a system for their own persona
use, who alters, extends, repairsconstructs an OWTS,

including but not limited to, excavating or earthmovi
work connected with the construction of an OWTS
behalf of, or under contract with, the property owner.

(F) ALicensed profession a gpproyeq th?éi%o?rtaq?ntsv‘ﬂrhal Sgore mes%v%nty %eﬁz?nt

person authorized pswant to the provisions of Chapter

| engineer “or registered geologist with at least ten (10)
semester credhours of soils science course work, including
at least three (3) hours of course work in soil morphology
and interpretations; and

3. Complete a written and field test conducted by or

ng
on

(70%) or hgher on all sections of each examination; and
4

Compl et e t he depart ment
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described in section (5) of this rule. 4. A check or money order made payable to the
Missouri Department of Health and Senior Services for the

(4) An individual must be registered with the department, nonrefundablerocessing fee of ninety dollars ($90).

with the exception of a homeowner meeting the

requirements of exction 701.055, RSMo, to install an (6) Depat me nt 6 s
OWTS. Only installers registered as advanced OWTS Process.

installers shall install systems listed by the departmentas (A) Uponcompl et i on of the depa
advanced OWTS. process described in section (5) of this rule, the department

T e mp or ay Begisgatiah Pr ¢

(A) Basic OWTS Installer. To register with the
department as a basic OWTSstaller, an indiwlual
shall:

1. Complete a basic installer training course
conducted by or approved by the department with a score
of seventy percent (70%) or higher; and

2. Complete the
described in section (5) of this rule.

(B) AdvancedOWTS Installer. To register with the

department as an advanced OWTS installer, an
individual shall:
1. Possess a basic OWTS

good standing;

2. Complete an advanced OWTS installer training
course conducted by or approved by thpatement with
a score of seventy percent (70%) or higher; and

3. Complete the
described in section (5) of this rule.

(5) Department6s Registrat

(A) To register with the department, an individual
must submit a @mpleted application packet to the
department for approval. Completed application packets
shall be mailed to the Missouri Department of Health and
Senior Services, Attention: Fee Receipts, PO Box 570,
Jefferson City, MO 65102570.

(B) The application paet shall include the following:

1. The completed application form, Mo Form #1 (6
08), Application for Registration, which is incorporated
by reference in this rule and is available on the Internet at
www.dhss.mo.gonsite or by contacting the
departmentat PO Box 570, Jefferson City, MO 65102
0570, (573) 756095. This rule does not incorporate any
subsequent amendments or additions;

2. For onsite soil evaluators, mail an original
transcript from the college or university attended directly
from the regitrar to the Missouri Department of Health
and Senior Services, Attention: Bureau of Environmental
Regulation and Licensure, PO Box 570, Jefferson City,
MO 651020570. |If requested, provide course
descriptions from the college or university attended to
verify the nature of the course work;

3. For percolation testers and-site soil evaluators,
provide proof of licensure as a professional engineer or
certificate of registration by théoard of Gologist
Registration indicating the registrant is in good stagd
if applicable; and
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may issue a one (dime temporary basic OWTS installer
registration, valid for no more than one hundred eighty (180)
calendar days for work in a spfic county or counties. The
temporary basic OWTS registration will be converted to a
basic OWTS installer registration upon completion of a
training course conducted by or approved by the department.

depart meFmtidsur eegticst catmpodmt er otcheesst r a

registration process will result in termination of the
i ndividual 6s temporary basic
(B) The department may issue a probationary basic OWTS
installer registration for work in a specific county or
countiest Ehis tegistratien wibeevglid ®rtarsgetific period i n
of time, as determined by the department, and will be
dependent on the registered individual meeting and
maintaining specific requirements as established by the

depart ment and compl eting t

depar t merotedss describgdiinssection (5)iobthis rule.r o c e s s

(7) Department 6s Renewal
iodi Prdoaebkés registration
thirty-six (36) months from its effective date unless the
registration has been revoked or surrendered.

(A) To renew his or her registration with the department,
an individual must submit a renewal application packet to
the department for approval. Completed application packets
shall be mailed to the Missouri Department of Health and
Senior Services, Attentio Fee Receipts, PO Box 570,
Jefferson City, MO 65102570.

(B) The renewal application packet shall include:

1. The completed application form, Mo Form #2A (6
08), Application for Registration Renewal, which is
incorporated by reference in this rule d@adavailable on the
Internet at www.dhss.mo.ga@@hsite or by contacting the
department at PO Box 570, Jefferson City, MO 650620,
(573) 7516095. This rule does not incorporate any
subsequent amendments or additions;

2. A check or money order made palgalio the
Missouri Department of Health and Senior Services for the
nonrefundablerocessing fee of ninety dollars ($90); and

3. Documentati on of t he
completion, within the previous thidsix (36) months, of
the following minimum catinuing education:

A. For onsite soil evaluators, percolation testers, and
basic and advanced OWTS installers who are renewing their
registration for the first time, at least twenty (20) hours of
departmenpproved continuing education units of which at
least eight (8) continuing education units shall meet select
department criteria;

wi t



B. For onsite soil evaluators and advanced
OWTS installers who are renewing their registration for
the second or subsequent time, at least twelve (12) hours
of departmentpproved continuing education units of
which at least eight (8) continuing education units shall
meet select department criteria related to their OWTS
profession; or

C. For basic OWTS installers and percolation
testers who are renewing their registrationtfee second
or subsequent time, at least eight (8) hours of
departmenBpproved continuing education units.

(C) Individuals submitting a renewal application more
than fifteen (15) calendar days after the previous
registration expires shall pay a late gf@of ten dollars
($10) in addition to the ninety dollar ($90) registration
processing fee.

(D) Registration renewal applications will not be
accepted if received by the department more than-forty
five (45) calendar days after the previous registration
expres. Individuals submitting registration renewal
applications more than forfjve (45) calendar days after
expiration of their registration will be required to
complete the initial registration process, including any
department training requirements foan initial
registration.

(8) A fifteendollar ($15) processing fee will be assessed
for duplicate and/or replacement registration
identification cards.

(9) Standards of Practice for Percolation TestersS@m
Soil Evaluators, and OWTS Installers.
(A) A percolation tester or esite soil evaluator shall:

1. Possess a current registration with the department
before performing any activities related to a percolation
test or soil morphology evaluation;

2. Record their registration number on all bids,
proposés, contracts, invoices, percolation test reports,
soil morphology evaluation reports, and other
correspondence  with the property owner or
administrative authority;

3. Provide true and accurate information on any
application, percolation test report, saihorphology
evaluation report, and any other OWTS documentation;

4. Maintain a current address and phone number
with the department and submit any address or phone
number changes to the department in writing within
thirty (30) calendar days of the changking place;

5. Conduct percolation tests in accordance with
section (2) of 19 CSR 28.060; and

6. Conduct site/soil morphology evaluations in
accordance with the standards detailed in sections (2)
and (7) of 19 CSR 28.060. Specifically, the osite
soil evaluator shall:

A. Evaluate the nine (9) items listed in paragraphs
(2)(A)2. through 10. of 19 CSR 2B060;
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B. Evaluate and classify six (6) site factors listed in
subsection (7)(C) of 19 CSR 3060, as suitable,
provisionally suitable, or unsuitabéecording to subsections
(7)(E) through (L) of 19 CSR 28.060;

C. Include a diagram showing location and extent of
the area(s) evaluated;

D. Make recommendations regarding the use and
effectiveness of water lowering systems when there is
evidence of a Igh water table; and

E. Based on subsection (7)(M) and Tables 13 and 14
of 19 CSR 268.060, for horizons that are not classified as
unsuitable, assign a conventional soil loading rate for each
horizon and assign an alternative soil loading rate for each
horizon to a depth of at least twelve inches (12") below the
likely depth of an alternative system.

(B) A registered basic OWTS installer or a registered
advanced OWTS installer shall:

1. Possess a current basic OWTS installer registration or
advanced OWTS sialler registration with the department
before beginning construction of any OWTS;

2. Record their registration number on all bids,
proposals, contracts, invoices, permit application
construction drawings, and other correspondence with the
property owneor administrative authority;

3. Provide true and accurate information on any
application and any other OWTS documentation;

4. Notify the administrative authority if their
involvement as the registered installer with the permit
application and OWTS changes;

5. Begin the construction of an OWTS only after
obtaining approval from the administrative authority, unless
approval is not required;

6. Construct the OWTS meeting the construction
standards and permit criteria required by sections 701.025
through 701.09, RSMo, and any rule adopted thereunder or
the more stringent requirements of the administrative
authority, if applicable;

7. Construct the OWTS that has been authorized by the
administrative authority for the specific location identified in
the applicatn;

8. Be present at the construction site during construction
and supervise all construction activities;

9. Provide required notice and an opportunity for
inspection prior to completion of the OWTS installation as
required by the administrative authority;

10. Submit complete and
onsite inspection form, o0 when
11. Not create or increase a health or safety hazard,
nuisance condition, or surface water or groundwater
contamination when constructing, repairing, moitify or

troubleshooting an OWTS; and

12. Maintain a current address and phone number with
the department and submit any address or phone number
changes to the department in writing within thirty (30)
calendar days of the change taking place.

(10) The depament may audit the work of a percolation

acc



tester, orsite soil evaluator, registered basic OWTS
installer, or registered advanced OWTS installer at any
time to determine whether the standards of practice, as
defined by this rule, are being met. Failureatthere to
department standards may be cause for placement on
probation, suspension, or revocation of the registration,
or for mandatory successful completion of a training
course and/or testing as described in sections (3) and (4)
of this rule. The audit ay be an unannounced visit to
the property on which the percolation test, soil
morphology examination, or OWTS installation was
conducted, which may include an independent soil
percolation test or soil morphology examination, or a
visit within the period & a soil percolation test, soil
morphology examination, or OWTS installation with or
without prior appointment with the registered individual.

(11) A percolation tester, esite soil evaluator,
registered basic OWTS installer, or registered advanced
OWTS nstaller may have their registration placed on
probation, suspended, or revoked if the individual:

(A) Fails to maintain any professional license
necessary for registration as a percolation tester or on
site soil evaluator;

(B) Fails an audit or refuses participate in an audit;

(C) Fails to submit reports, submits false reports, or
allows another individual to use his/her registration;

(D) Is convicted of a violation of any provisions of
sections 701.025 through 701.059, RSMo, or any rules
promulgated uder these statutes;

(E) Has pled guilty or has been found guilty of an
infraction, misdemeanor, or felony involving
misrepresentation, fraud, or other crime relating to
activities of percolation testing, soil morphology
evaluations, installing, repairingyspecting, or otherwise
associated with an OWTS;

(F) Directs or allows an unregistered individual to
conduct a percolation test or soil morphology
examination;

(G) Directs or allows an unregistered individual to
install an OWTS without direct supervisiaor,

(H) Fails to comply with the standards of practice
established by this rule.

(12) The suspension or revocation of a percolation
testesdse enil eval
registration shall be served in writing by certified mail or
persond service to the affected individual or his/her
representative. The decision of the department may be
appealed to the Administrative Hearing Commission as
provided in Chapters 536 and 621, RSMo.

(13) Any individual whose registration has been revoked
may rot reapply for registration for at least one (1) year
from date of revocation, and must complete the
department 6s training req
described in sections (3) and (4) of this rule and
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uator 6s,

compl ete the
in section (5) of this rule.

depart me nstribesl r eg

(14) An individual may be permanently barred from
reapplying for registration if the individual:

(A) Has pled guilty or has been found guilty of an
infraction, misdemeanor, or felony involving
misrepresentation, fraudy other crime relating to activities
associated with an OWTS; or

(B) Has his/her registration revoked a second time within
five (B) years.

(15) No person without a valid registration may conduct any
part of a percolation test or soil morphology evaluafimn

an OWTS, whether on their own or under supervision of a
person with a valid registration. Persons conducting
percolation tests or soil morphology evaluations without the
required registration, or representing themselves as
registered, are considered violation of section 701.053,
RSMo, which is a class A misdemeanor.

(16) No person as defined in section 701.025, RSMo, may
authorize, permit, or knowingly allow a percolation test or
soil morphology evaluation for an OWTS by an unregistered
individual or the installation of an OWTS by an unregistered
individual other than the homeowner.

AUTHORITY: section 701.033, RSMo Supp. 2008 and section 701.040, RSMo 2000.*
Emergency rule filed April 17, 1995, terminated April 26, 1995. Original rule filed
April 17, 1995, effective Dec. 30, 1995. Emergency amendment filed Sept. 2, 2004,
effective Sept. 12, 2004, expired March 10, 2005. Rescinded and readopted: Filed
Sept. 2, 2004, effective Feb. 28, 2005. Amended: Filed Oct. 22, 2008, effective May 30,
2009.

*Original authority: 701.033, RSMo 1986, amended 1993, 1994, 1995, 2004 and
701.040, RSMo 1994.
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Department of Health and Senior Services

ON-SITE SEWAGE AUTHORITY
StateAdministered Counties Contact
Onsite Sewage Program

Nodaway Worth | Harrison ~ Mercer Schuyler

Atchison

Gentry

D Contract Counties (State Standards)

Contact Local Public Health Agency (LPHA

Knox

Daviess

Andrew

DeKalb

|:| Ordinance Counties
Contact LPHA or other Local Authority

09/2011

Clinton

Buchanan

Monroe

Randolph

Platte

Clay

Audrain

.a—"'{_ Saline
Lafayette >
Q
Jackson g
Callaway g Warren
Johnson Cooper 2 St. Charles
Cass Pettis
Moniteau ) St. Louis
|
—r i<
— — ] -
Henry Morgan § Franklin
Benton V]
Bates e . Jefferson
———_—_] St Clair [—— Camden Crawford
Hickory . Phelps Washington
Vernon Pulas ki St.
Francois
Cedar Dallas Laclede
Polk Cape
Barton & | Girardeau
(=2
Dade =
Reynolds =
Wright Texas - ]
Greene
Jasper Webster
Lawrence
Christian Stoddard
Newton
Barry Stone Howell
Taney Ozark Oregon New
McDonald Butler Madrid

Pemiscot

Dunklin

Local Public Health Agency (LPHA) contact information
http://health.mo.gov/living/Ipha/lphas.php

In state administered counties contact:

Onsite Wastewater Treatment Program
930 Wildwood Dr.
Jefferson City, MO 65102
(573) 751-6095
(573) 526-7377 Fax
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